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2000-0563-260 4.25-5.63
4.25-5.00 4.92-5.63

NOTE:  For specific information, dimensions, or special applications on the Hymax 2000 Series, consult Total Piping Solutions, Inc.
NOTE:  To extend product life in corrosive environments poly-wrapping and/or cathodic protection of the coupling is recommended.
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*Hymax is a patented product developed by Krausz Industries, Ltd.  The Hymax Trademark is the property of Krausz Industries Ltd.

Form #:  2000-09/06

WARNING! This product is not
intended for use on natural
gas piping, or any other
type of gas piping.  To do
so could result in escaping
gas that could ignite and
cause property damage,
serious injury or death.NO!

G

WARNING!

PIPE
PULLOUT

This is a non-restraining
product.  If pipe pullout can
occur proper anchoring of
the pipe joint is required.
Failure to anchor pipe could
result in the escape of line
content and may cause
property damage, serious
injury or death.

5.12-5.75 5.71-6.38
4” AC/100, 150, 200RB, 5” IPS, PVC 6” OD Steel, 6” CTS

7.48-8.11 8.07-8.74
6” AC/200RB, 7” IPS, 8” OD Steel 8” IPS, PVC
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2000-0638-260

2000-0874-260

5.12-6.38

7.48-8.74

10.8 9.45 8.0 5.50 17

10.8 11.73 8.0 7.50 26
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Total Piping Solutions, Inc.



   Joins Pipe with Diameter Differences of up
to 1.30 inches

 Approx.14 mils

No-Gall Zinc Cobalt Coating.

Each coupling will join pipes with diameter differences up to 
1.30 inches. Reducers (Hymax 2200 Series) can handle pipe 
diameter differences of up to 2 inches in nominal diameter. In 
addition, the Hymax 2000 coupling can handle pipe end gaps 
up to 7.5 inches, and will accommodate angular deflection of 
up to 8 degrees.

Longer Body Lengths and

Reducers Available

 Approx.14 mils

No-Gall Zinc Cobalt Coating.

 Approx.14 mils

No-Gall Zinc Cobalt Coating.

Temperature range is -20°F to 220°F.  


