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• Powder-free exam grade nitrile
• Thickness: 6 mil
• Textured for enhanced grip
• Outstanding strength, wear and dexterity
• Not made with natural rubber latex
• Single use only

Product Features
• General Purpose
• Automotive
• Manufacturing
• Industrial
• Cleaning
• Painting
• Correctional Facilities

Industries and Applications
• Aviation
• Dental
• Laboratory
• Tattoo
• Food Service
• Janitorial
• Veterinary

Derma-Tuff® Heavy Duty Disposable Nitrile Gloves
Derma-Tuff® disposable gloves provide outstanding strength, wear and 
dexterity. At 6 mil thick, these gloves are great for everyday use; automotive, 
workshops, agriculture, and plumbing.

™



Item No. Size Retail Qty Retail Dims (in) Retail Wt (lbs) Case Qty Case Dims (in) Case Wt (lbs) UPC ITF10
66581 Small

120 Gloves  
per box

9.5 x 5 x 3

1.49

10 Boxes  
per case

15.38 x 10.5 x 10.25

16.19 781311665811 10781311665818
66582 Medium 1.55 16.85 781311665828 10781311665825
66583 Large 1.75 18.38 781311665835 10781311665832
66584 X-Large 1.79 19.33 781311665842 10781311665849
66585 2X-Large 1.95 20.81 781311665859 10781311665856

Item Information

Material Nitrile
Color Black

Thickness 6 mil
Powder Powder-Free

Grade Exam
Length 9.5"

Country of Origin China, Malaysia
Available Sizes S - 2XL

Usage Single Use

Tech Specs

These gloves are not intended for use as a chemical barrier for protection against all chemical compounds. Do not use if contaminated.  
Components used in making these gloves may cause allergic reactions in some users. Follow your institution's policies for uses. 
SAS Safety assumes no responsibility for the suitability or adequacy of an end user's selection of gloves for a specific application.

SAS Safety Corp. makes no recommendations as to the use of this product. All safety equipment should be selected in conjunction with an OSHA approved 
safety program that evaluates your specific hazards. Improper selection and/or use of safety products may cause serious injury.

Length (mm / inches) 240 / 9.5
Cuff Thickness (mm/mil) 0.08 / 3.15

Palm Thickness (mm/mil) 0.12 / 4.72
Finger Thickness (mm/mil) 0.14 / 5.51

Tensile Strength 14 MPa (min)
Tensile Strength (Aged) 14 MPa (min)

Elongation 500%
Elongation (Aged) 400%

Width
Small 86 + 4 mm

Medium 96 + 4 mm
Large 107 + 4 mm

X-Large 115 + 4 mm
2X-Large 125 + 4 mm

Storage Keep out of direct sunlight; 
store in a cool and dry place.

Physical Properties

Scan for more info!
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