
Note: When installing in sandy soil conditions, wheeled construction equipment is prohibited over the top of system. 
Tracked equipment can be used over top of system with a minimum of 6” of soil cover.

Quick4® Plus Low Profile Chamber Installation Instructions 

Quick4 PLUS

EQ36 LOW PROFILE CHAMBER

Before You Begin
This document addresses the installation of Quick4 Plus Standard Low Profile (LP) and Quick4 Plus Equalizer 36 Low Profile (LP) chambers. The Quick4 
Plus Standard LP and  the Quick4 Equalizer 36 LP chambers are designed  for shallow placement applications. All chambers may only be  installed 
according to state and/or local regulations. If unsure of the installation requirements for a particular site, contact the local health department. Like 
conventional systems, the soil and site conditions must be approved prior to installation. Conduct a thorough site evaluation to determine the proper 
sizing and siting of the system before installation.

oooQuick4oPlusoStandardoLowoProfileo(LP)oChambers
oooQuick4oPlusoEqualizero36oLowoProfileo(LP)oChambers
oooQuick4oPluso8oEndcaps
oooQuick4oPlusoAll-in-Oneo8oEndcaps
oooPVCoPipeoandoCouplings
oooBackhoe
oooLaser,oTransitooroLevel
oooTapeoMeasure

oooShoveloandoRake
oooUtilityoKnife
ooo1o1/4-inchoDrywalloScrews*
oooDrill
oooHoleoSaw
oooScrewoGun*
oooSmalloValve-coveroBox*
ooo4-inchoCapoforoInspectionoPort

These guidelines for construction machinery must be followed during installation:

oAvoidodirectocontactowithochambersowhenousingoconstructionoequipment.oChambersorequireoao12-inchominimumoofocompactedocoverotoosupportoaowheeloloadoratingo
ofo16,000olbs/axleooroequivalentotooanoAASHTOoH-10oloadorating.

oWhen installing in sandy soil conditions, wheeled construction equipment is prohibited over top of system. Tracked equipment can be used over top of 
system with a minimum of 6” of soil cover.

oAvoidostonesolargerothano3oinchesoinodiameteroinobackfill.oRemoveostonesothisosizeoorolargerothatoareoinocontactowithochambers.

Quick4 PLUS

STD LOW PROFILE CHAMBER



Failure to comply with these installation instructions may invalidate the warranty.
ContactoInfiltratoroSystems’oTechnicaloServicesoDepartmentoforoassistanceoato800-221-4436.

Excavating and Preparing the Site
Note:oAsoisotheocaseowithoconventionalosystems,odoonotoinstallosystemso
inowetoconditionsooroinooverlyomoistosoils,oasothisocausesomachineryotoo
smearotheosoil.

1.oStakeooutolocationoofoallotrenchesoandolines.oSetoelevationsoofotank,o
pipe,oandotrenchobottom.

2.o Installo sedimentationo ando erosiono controlo measures.o Temporaryo
drainageoswales/bermsomayobeoinstalledotooprotectositeoduringorainfall.

3.oExcavateoandolevelotrenchesowithoproperowidthoandocenter-to-centero
separation.oVerifyothatotrenchesoareoleveloorohaveotheoprescribedoslope.oo

Note:oOveroexcavateoinoareasowhereoyouoareoplanningotoocontour.

4. Rakeobottomoandosidesoifosmearingohasooccurredowhileoexcavating.o
Removeoanyolargeostonesoandootherodebris.oDoonotouseobucketoteethotoo
rakeotrenchobottom.

Note:o Rakingo too eliminateo smearingo iso noto necessaryo ino sandyo soils.o
Ino fineo texturedo soilso (siltso ando clays),o avoidowalkingo ino theo trencho too
preventocompactionoandolossoofosoilostructure.

Preparing the End 
Cap
Note:oQuick4oPluso8oandoQuick4o
Pluso All-in-Oneo 8o Endcapso
areo o availableo foro useo witho theo
Quick4o Pluso Standardo LPo ando
36LPo chamberso ono eithero endo
ofo theo trench,o dependingo upono
theo installer’so preferenceo ando
configurationorequirements.

1.o Witho ao holeo sawo drillo ano
openingo appropriateo foro pipeo
diametero beingo usedo (normallyo
3o-o4o inches)oonofrontooorosideoofoendocapousingocenteropointomarkingo
(seeoillustration)oasoaoguide.o

Installing the System
1.oChecko theoheaderopipeo toobeosureo ito iso leveloorohaso theoprescribedo
slope.

2.oSetotheoinvertoheightoasospecifiedoinotheodesignofromotheobottomoofo
theoinlet.

3.oPlaceotheofirstochamberoinotheo
trench.

4.  Placeo theo backo edgeo ofo theo
endocapooverotheoinletoendoofotheo
firstochamber.oBeosureotoolineoupo
theo lockingo pinso ono theo topo ofo
bothotheooochamberoandoendocap.

Optional:oFastenotheoendocapotoo
theochamberowithoaoscrewoatotheo
topoofotheoendocap.

5. Insertotheoinletopipeo2.5oincheso
intootheoopeningoonotheofrontoofo
theo endo cap.o Inserto fullyo too theo
internalopipeostop.

6.  Lifto ando placeo theo endo ofo theo nexto chambero ontoo theo previouso
chamberobyoholdingoitoatoao45-degreeoangle.oLineoupotheochamberoendo
betweeno theo o connectoro hooko ando lockingo pino ato theo topo ofo theo firsto
chamber.oLowerotheochamberotootheogroundotooconnectotheochambers.oo

Note:o Theo connectoro hooko
serveso aso ao guideo too ensureoo
propero o connectiono ando doeso
notoaddostructuralointegrityotootheo
chamberojoint.oBrokenohooksowillo
noto affecto theo structureo oro voido
theowarranty.

7. Swivelotheochamberoonotheopino
too achieveo theo propero directiono
forotheotrencholayout.

Note:o Theo chambero allowso upo
too 10-degreeo swivelo ino eithero
directionoatoeachojoint.

8. Continueoconnectingochambersountilotheotrenchoisocompleted.

Note:o Aso chamberso areo installed,o verifyo theyo areo levelo oro haveo theo
prescribedoslope.

4

Placeoendocapoinletoend.

5

Insertoinletopipe.

7

Swivelochambers.

1

Drilloendocap.

2.oSnapooffotheomoldedosplashoplateolocatedoonotheobottomofrontoofotheo
endocap.

3.o Installo splasho plateo intoo theo appropriateo slotso belowo theo inleto too
preventotrenchobottomoerosion.

TOP 9" INVERT (INLET OR OUTLET)

END OR SIDE 3.3" INVERT 
(GRAVITY INLET OR OUTLET)

1" PRESSURE 
LATERAL (TYP.)

2" PRESSURE 
LATERAL (TYP.)

END OR SIDE 0.5” INVERT
(FOR MID-LINE CONNECTION
OR LOOPED ENDS)

Installing the Quick4 Plus 
Periscope

Note:oAvailableoforouseowitho
Quick4oPluso8ooroQuick4oPluso
All-in-Oneo8oEndcapsoonly.o
Invertooptionsobasedoonosystemo
design.

1.oWithoaoholeosawodrillotheo
pre-markedoareaoonotopoofotheo
Quick4oPluso8ooroQuick4oPluso
All-in-Oneo8oEndcap.

1

DrilloQuick4oPlusoPeriscope.

3.oInsertoao4”oScheduleo40o
PVCopipeointootheoQuick4oPluso
Periscopeoatotheoappropriateo
locationsoforotheosystemodesign.

4.oRotateoQuick4oPluso
Periscopeotoodesiredoangle.

3

Connectoinletopipe.

2.oInsertotheoQuick4oPluso
Periscopeointootheotopoofotheo
Quick4oPluso8ooroQuick4oPluso
All-in-Oneo8oEndcap.oInsertotheo
Quick4oPlusoPeriscopeountiloito
snapsointooplace.

2

InsertoQuick4oPlusoPeriscope.



Failure to comply with these installation instructions may invalidate the warranty.
ContactoInfiltratoroSystems’oTechnicaloServicesoDepartmentoforoassistanceoato800-221-4436.

9. Theolastochamberoinotheotrencho
requiresoanoendocap.oLiftotheoendo
capo ato ao 45-degreeo angleo ando
aligno theo connectoro hooko ono
theotopoofotheochamberowithotheo
raisedoslotoonotheotopoofotheoendo
cap.o Lowero theo endo capo too theo
groundoandointooplace.

Note:oPlaceoaofewoshovelsoofosoilo
aroundotheoendocapotoosecureoito
duringobackfill.

10.oTooensureostructuralostability,o
fillo theo sidewallo areao byo pullingo
soilofromotheosidesoofotheotrenchowithoaoshovel.oStartoatotheojointsowhereo
theo chamberso connect.o Continueo backfillingo theo entireo sidewallo area,o
makingosureotheofillocoversotheolouvers.

11.oPackodownofillobyowalkingoalongotheoedgesoofotrenchoandochambers.

Note:oInowetooroclayosoils,odoonotowalkoinotheosidewalls.

12.oProceedotootheonextotrenchoandobeginowithoStepo1.

Installing Quick4 Plus All-in-One 8 Endcap as a 
Mid-line Connection
Note:oSeeo mid-lineo pipingo
optionso ono theo backo ofo thiso
document.

1.o Witho ao holeo sawo drillo ano
openingo appropriateo foro theo
pipeodiameterobeingousedoonotheo
sideo(3.3”o invert)ooroonotopo(9.0”o
invert)oofotheoQuick4oPlusoAll-in-
Oneo8oEndcap.

Note:oPipingo configurationso areo
determinedobyotheopreferenceoofo
theoinstalleroorodesigner.o

2.o Witho ao holeo saw,o drillo ano
openingo ono theo endo ofo theo
Quick4oPlusoAll-in-Oneo8oEndcapo
toocreateoanoinvertoato0.5oinches.o
Thisowilloallowoeffluentotoofillobotho
sidesoofotheochamberoline.

2.o Snapo offo theo moldedo splasho
plateo locatedo ono theo bottomo
frontoofotheoendocap.

3.o Installo splasho plateo intoo theo
appropriateo slotso belowo theo
inleto too o prevento trencho bottomo
erosion.

4.oPlaceo theobackoedgeoofo theoendocapoovero theo inletoendoofo theo firsto
chamber.oBeosureo too lineoupo theo lockingopinsoono theo topoofobotho theo
chamberoandoendocap.

Optional:o Fasteno endo capo too chambero witho ao screwo ato theo topo ofo
endcap.

5.oInsertotheoconnectionopipeo2.5oinchesointootheoopeningoonoendcap.

6.  Repeato Stepso 1o througho 5o foro
a d d i t i o n a lo trenches.

Quick4 Plus All-in-One 8 Inspection Port

1.oWitho ao holeo sawo drillo theo pre-
markedo areao ino theo topo ofo theo
Quick4oPlusoAll-in-Oneo8oEndcapo
too createo ao 4o 1/3o too 4o 1/2-incho
openingobasedoonotypeoofopipe.

2.o Seto ao cuto pieceo ofo pipeo ofo
theo appropriateo lengtho intoo
theo correspondingo endo cap’so
inspectionoportosleeve.

Note:oTheo sleeveo willo
accommodateo upo too ao 4-incho
Scheduleo40opipe.

3.o Useo twoo screwso too fasteno theo
pipeotootheosleeveoaroundotheoinspectionoport.

4.oAttachoaothreadedocapoorocleanoutoassemblyoontootheoprotrudingopipeo
atotheoappropriateoheight.

5.oAosmallovalveocoveroboxomayobeousedoifotheoinspectionoporto isobelowo
theodesiredograde.

Chamber Inspection Port

1.oWitho ao holeo sawo drillo theo pre-
markedo areao ino theo topo ofo theo
chambero too createo ao 2.5-incho
opening.

2.o Seto ao cuto pieceo ofo pipeo ofo
theo appropriateo lengtho intoo
theo correspondingo chamber’so
inspectionoportohole.

Note:oTheo sleeveo willo
accommodateo upo too ao 2.5-incho
Scheduleo40opipe.

3.o Useo twoo screwso too fasteno theo
pipeotootheochamberodomeoadjacentotootheoinspectionoport.

4.oAttachoaothreadedocapoorocleanoutoassemblyoontootheoprotrudingopipeo
atotheoappropriateoheight.

5.oAosmallovalveocoveroboxomayobeousedoifotheoinspectionoporto isobelowo
theodesiredograde.

Covering the System
Before backfilling, the system must be inspected by a health officer 
or  other  official  as  required  by  state  and  local  codes.  Create  an 
as-built drawing at this time for future records.

1.oBackfillo theosystemobyopushingofillomaterialooverotheochambers.oKeepo
aominimumoofo12oinchesoofocompactedocoverooverotheochambersobeforeo
drivingooverotheosystemowithowheeledoconstructionoequipment.

Note:oDoonotodriveooverotheosystemowhileobackfillingoinosandyosoil.

Note:oForoshallowocover,osando fill,oandosandyosoiloapplications,o trackedo
constructiono equipmentomustobeoused.oYouomustomoundo12o inchesoofo
soilo overo theo systemo beforeo drivingo overo ito witho wheeledo constructiono
equipment,othenogradeoitobackoaominimumo6oinchesouponocompletion.

2.o Ito isobesto toomoundoseveralo inchesoofosoiloovero theo finishedogradeo too
allowoforosettling.oAoslightocrownoalsooensuresothatorunoffowateroisodivertedo
awayofromotheosystemotrench.

3.oAfterotheosystemoisocovered,otheositeoshouldobeoseededoorosoddedotoo
preventoerosion.

Note:o Ifo systemo iso foro newo homeo construction,o ito iso importanto too leaveo
markingo stakeso alongo theo boundaryo ofo theo system.o Thiso willo notifyo
contractorso ofo theo systemo locationo soo theyo willo noto crosso ito witho
equipmentoorovehicles.

9

Placeoendocapooutletoend.

All-in-Oneo8oinspectionoport.

Chamberoinspectionoport.

All-in-Oneo8oasomid-lineoconnection.

Installing Optional Inspection Ports
InspectionoportsomayobeoinstalledoonotheochamberoorotheoQuick4oPlusoAll-
in-Oneo8oEndcap.oTheoQuick4oPluso8oEndcapodoesonoto allowo inspectiono
portoconstruction.

1

Drilloendcapoonosideoorotop.

2

Drilloendcapoonoend.
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(a)o Theostructuralointegrityoofoeachochamber,oendocapooandootheroaccessoryomanufacturedobyoInfiltratoro(“Units”),owhenoinstalledoandooperatedoinoaoleachfieldoofoanoonsiteosepticosystemoinoaccordanceo

withoInfiltrator’soinstructions,oisowarrantedotootheooriginalopurchasero(“Holder”)oagainstodefectiveomaterialsoandoworkmanshipoforooneoyearofromotheodateothatotheosepticopermitoisoissuedoforotheosepticosystemo

containingotheoUnits;oprovided,ohowever,othatoifoaosepticopermitoisonotorequiredobyoapplicableolaw,otheowarrantyoperiodowillobeginouponotheodateothatoinstallationoofotheosepticosystemocommences.ooTooexerciseo

itsowarrantyorights,oHolderomustonotifyoInfiltratoroinowritingoatoitsoCorporateoHeadquartersoinoOldoSaybrook,oConnecticutowithinofifteeno(15)odaysoofotheoallegedodefect.oInfiltratorowillosupplyoreplacementoUnitso

foroUnitsodeterminedobyoInfiltratorotoobeocoveredobyothisoLimitedoWarranty.ooInfiltrator’soliabilityospecificallyoexcludesotheocostooforemovaloand/oroinstallationoofotheoUnits.o

(b)o THEo LIMITEDoWARRANTYo ANDo REMEDIESo INo SUBPARAGRAPHo (a)o AREo o EXCLUSIVE.o o THEREo AREoNOoOTHERoWARRANTIESoWITHo RESPECTo TOo THEoUNITS,o INCLUDINGoNOo IMPLIEDo

WARRANTIESoOFoMERCHANTABILITYoORoFITNESSoFORoAoPARTICULARoPURPOSE.oo

(c)o ThisoLimitedoWarrantyoshallobeovoidoifoanyopartoofotheochamberosystemooisomanufacturedobyoanyoneootherothanoInfiltrator.ooTheoLimitedoWarrantyodoesonotoextendotoooincidental,oconsequential,ospecialo

oroindirectodamages.ooInfiltratoroshallonotobeoliableoforopenaltiesooroliquidatedodamages,oincludingolossoofoproductionoandoprofits,olaboroandomaterials,ooverheadocosts,oorootherolossesooroexpensesoincurredo

byotheoHolderooroanyothirdoparty.ooSpecificallyoexcludedofromoLimitedoWarrantyocoverageoareodamageotootheoUnitsodueotooordinaryowearoandotear,oalteration,oaccident,omisuse,oabuseooroneglectoofotheoUnits;o

theoUnitsobeingosubjectedotoovehicleotrafficoorootheroconditionsowhichoareonotopermittedobyotheoinstallationoinstructions;ofailureotoomaintainotheominimumogroundocoversosetoforthoinotheoinstallationoinstructions;o

theoplacementoofoimproperomaterialsointootheosystemocontainingotheoUnits;ofailureoofotheoUnitsoorotheosepticosystemodueotooimproperositingooroimproperosizing,oexcessiveowaterousage,oimproperogreaseo

disposal,ooroimproperooperation;ooroanyootheroeventonotocausedobyoInfiltrator.ooThisoLimitedoWarrantyoshallobeovoidoifotheoHolderofailsotoocomplyowithoalloofotheotermsosetoforthoinothisoLimitedoWarranty.

Further,oinonooeventoshalloInfiltratorobeoresponsibleoforoanyolossoorodamageotootheoHolder,otheoUnits,ooroanyothirdopartyoresultingofromoinstallationooroshipment,oorofromoanyoproductoliabilityoclaimsoofoHoldero

oroanyothirdoparty.o oForothisoLimitedoWarrantyotooapply,o theoUnitsomustobeo installedo inoaccordanceowithoallositeoconditionsorequiredobyoStateoando localocodes;oallootheroapplicableo laws;oandoInfiltrator’so

installationoinstructions.oo

(d)o NoorepresentativeoofoInfiltratorohasotheoauthorityotoochangeooroextendothisoLimitedoWarranty.oooNoowarrantyoappliesotooanyopartyootherothanotheooriginaloHolder.o

*o*o*o*o*o*o*

TheoaboveorepresentsotheostandardoLimitedoWarrantyoofferedobyoInfiltrator.ooAolimitedonumberoofoStatesoandocountiesohaveodifferentowarrantyorequirements.ooAnyopurchaseroofoUnitsoshouldocontactoInfiltrator’so

CorporateoHeadquartersoinoOldoSaybrook,oConnecticut,opriorotoosuchopurchase,otooobtainoaocopyoofotheoapplicableowarranty,oandoshouldocarefullyoreadothatowarrantyopriorotootheopurchaseoofoUnits.oo

Infiltrator Systems Limited Warranty
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