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1. Model 270, 270-LF, 270-USW, 370, 370-LF and 470 Thermostatic Mixing Valves must be installed 
according to Piping Diagram  W if recirculation of tempered water is required.
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HOT WATER

(TO KITCHEN OR LAUNDRY)
HIGH TEMPERATURE HOT

IF REQUIRED

BALL VALVE

2. The 170, 170 LF, 270, 270 LF, 270 USW, 370, 370 LF and 470 Thermostatic Mixing Valve should be 
installed below the hot water tank. If the valve cannot be located is this area, the hot water inlet piping 
to the mixing valve should be installed with a heat trap.
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Leonard Valve Company warrants the original purchaser that products manufactured by them (not by others) will be free
from defects in materials and workmanship under normal conditions of use, when properly installed and maintained in
accordance with Leonard Valve Company's instructions, for a period of one year from date of shipment. During this period
the Leonard Valve Company will at its option repair or replace any product, or part thereof, which shall be returned, freight
prepaid, to the Leonard factory and determined by Leonard to be defective in materials or workmanship. There are no
warranties, express or implied, which extend beyond the description contained herein. There are no implied warranties of
merchantability or of fitness for a particular purpose. In no event will Leonard be liable for labor or incidental or
consequential damages. Any alteration or improper installation or use of the product will void this limited warranty.
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