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Item No. Finish Price 
US$

10.061.032.000 chrome
A 7 ŷ", B 4 Ș", C 7 ŵ"
10.061.032.127 splendure™ stainless steel
A 7 ŷ", B 4 Ș", C 7 ŵ"

10.061.033.000 chrome
A 9 ŷ", B 5 ½", C 7 ⅞"
10.061.033.127 splendure™ stainless steel
A 9 ŷ", B 5 ½", C 7 ⅞"

Kitchen
Prep

Single-lever mixer
 � sealing guard inside lever cap: protects the cartridge
 � 2-function pull-out spray with KWC JETCLEAN

 – up to 27 Ż" pull-out length
 – with lockable needle spray
 – automatic diverter reset

 � hose guide, swivelling 130°
 � KWC universal cartridge with ceramic discs

 – flow rate and temperature continuously variable
 – temperature and flow rate limitation

 � flexible connection hoses ⅜" compression
 � fastening by means of threaded sleeve M33 x 1.5
 �mounting hole size ø1 ⅜"

KWC DOMO

Flow rate max 1.8 gpm (60 psi)
Flow rate spray max 1.8 gpm (60 psi)

Z.535.773

Z.200.223 Z.532.241

M16x1

M14x1

Z.534.830.000

Z.634.950.000
Z.634.950.127

Z.534.944

Z.536.676.000
Z.536.676.127

Z.536.383.000
Z.536.383.127 ø55  

07/2013-

Z.534.852

Z.532.255

Z.535.092

Z.534.851

Z.535.092 Z.532.255

K.32.60.00

Z.600.907
SW42

Backflow prevention (1x) and
flow regulator in adapter.

USA/CAN: M16x1

M14x1Z.534.034


