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Product Specifications

Product Features

This PROSELECT product carries a 1-year limited warranty. 

SelF Piercing FaStenerS

13871 11/12

Warranty and codes

• Material: C1018/C1022
• Self piercing screws
• IHWH slot
• DRIVE TEST - Driving speed: 2,500 RPM; Axial load: 13.6lb;  
 Test plate thickness: 0.8mm; 2.0 sec or less
• Zinc plated - white head
• Zinc plated
• De-hydrogen embrittlement

Product Specifications

Distributed Exclusively by Ferguson and Wolseley Canada

PSZiP8D100 8X1/2 ZIP SCRW 100 PSZiP8D1000 8X1/2 ZIP SCRW 1000

PSZiP8D12000 8X1/2 ZIP SCRW 12000 PSZiP8F100 8X3/4 ZIP SCRW 100

PSZiP8F1000 8X3/4 ZIP SCRW 1000 PSZiP8F5000 8X3/4 ZIP SCRW 5000

PSZiP8F10000 8X3/4 ZIP SCRW 10000 PSZiP8g500 8X1 ZIP SCRW 500

PSZiP8g1000 8X1 ZIP SCRW 1000 PSZiP8g5000 8X1 ZIP SCRW 5000

PSZiP8J250 8X1-1/2 ZIP SCRW 250 PSZiP8J1000 8X1-1/2 ZIP SCRW 1000

PSZiP8J5000 8X1-1/2 ZIP SCRW 5000 PSZiP8K100 8X2 ZIP SCRW 100

PSZiP8K250 8X2 ZIP SCRW 250 PSZiP8K1000 8X2 ZIP SCRW 1000

PSZiP8JW250 8X1-1/2 ZIP SCRW WHT 250 PSZiP8KW50 8X2 ZIP SCRW WHT 50

PSZiP8KW250 8X2 ZIP SCRW WHT 250
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