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Getting Started TDWLB-i0S-Application User Guide

_ To begin, download the
Tap the app icon = CirrusSense™ app from the
to launch the app. ( app Store.

Pressure Pro

Make sure that Bluetooth is
turned on.

CS CS

ull 56¢ @®)

CirrusSense

No sensors

Tap + then 'Connect Bluetooth Sensor' to
scan and connect to Bluetooth sensors

Bluetooth TDWLB products

do not require an account to

Account not connected operate. However, if you'd like
SE’C”CZ;"CT;’SQ?EQﬁ;’;;;?j;”f;Qd__I to access additional features

Bluetooth features can il be used without sgning such as viewing and interacting

with your TDOWLB-CG and

TDWLB-LCC products you can
sign in with your CirrusSense
account under Settings.
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Connect Bluetooth Sensor TDWLB-i0S-Application User Guide

CirrusSense

No sensors

Tap + then 'Connect Bluetooth Sensor' to
scan and connect to Bluetooth sensors

Account not connected

Sign in to connect your account and
access cloud-connected devices

Bluetooth features can still be

L

Add Hub

Connect Pool Filter

Lonnect Blutooth Sensq : 2. Tap “Connect Bluetooth Sensor.”

1. Tap the “+” button to ,
connect a sensor. !

ad 0N & o

Side By Side  Settings Watchlists More

g
3
3

e e If you know the serial number
, Or name of the sensor you want
B e . I to connect to, enter the serial
23689 v number or name in the “Search”
10384 bar. That sensor will be the only
All TDWLB sensors within —t <we one that displays in the list.
range appear in a list.
< 63457
<& 31513 JASON DEMO Tap the sensor(s) you Want
S 23888 to connect to.
< 81220
< 91673

To stop scanning

for sensors, tap the et scarna. = | Tap the “Pair Selected” button to
“Scanning” button. connect to the sensor(s).

Home Side By Side  Settings Watchlists More
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Connect Bluetooth Sensor

TDWLB-i0S-Application User Guide

Connected sensor(s)

display on the screen, I

along with the sensor
pressure and temperature.

Rev 7.25

il 56 @

@’ Bluetooth Sensors

; To view the large gauge

23689
o ® 04PSI I/ 68.4 °F

Data Log Not Logging

& Cloud

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings'

¥ and corresponding sensor
information, tap the sensor cell.

Ph: 513-583-9491 | www.TransducersDirect.com
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Sensor Information

TDWLB-i0S-Application User Guide

Displays the sensor

@ Pressure

H = (1 PS|

& Temperature

pressure reading. 684 °F
Displays data logging session |__°a‘aL°99i"9 >
. . . Logs Recorded
information (Sge Data Logging PR E S
SeCtlon On page 12) Started Completed
Measuring Interval Mode
Pressure 1s Until Full
Displays saved data log files. |— Files

Rev 7.25

Sensor Information
Model

TDWLB5-DL0100034

—

—

Serial Number Firmware Version
23689 1.24.00

4 B & o

Home Side By Side  Settings Watchlists More

View sensor settings by
clicking the “Gear” icon on
top right of app.

Displays the sensor
temperature reading.

Displays sensor specific
information.

Ph: 513-583-9491 | www.TransducersDirect.com
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Sensor Settings TDWLB-i0S-Application User Guide

To view sensor settings, tap the “Gear” icon from
the gauge screen. Scroll to view all settings.

Settings
Sensor Serial Number Name . .
| (2680 Maximum: Typically set at the
or Name of Sensor.
o = full scale range of the sensor. For
Local Options i
better resolution on the gauge,
.. . . Gauge Display .
Minimum: Typically set Minimum — set the maximum pressure to a
to zero. To read vacuum |—— (0o (1000 =+—— lower number.
pressure on the gauge ikl
i e plarms { Alarms: Enable to receive
Set to the deS|red negatlve Used to d_eterm'me if the sensor is reading l K - i
number (-14.7 typical). e e audible and visual alarms vyhen
Lower Alarm off the sensor reads an undesired
P di below thi lue tri i
tggsasl;:’?rea ings below this value trigger pressure in the app.
OO .
— \' Lower AIarm.. Elnter the
— off low pressure limit value you
fhressiure readings above this value trigger Want to tr|gger an alarm
e alarm
CORME==1——| Upper Alarm: Enter the
Coolant: When working with . e high pressure limit value you
HVAC pressure settings, select I_-Coolant e = want to trigger an alarm.
the refrigerant you are USing. When working with HVAC_ systems, §elect
the refrigerant you are using with this o Hl h PreCiSion Mode_
Superheat/subcooling must sensor. Must en;b\e supefrfheat/subcoolmg in g .
app settings to have an effect
be enabled in app settings. High Precision o ( +——| When enabled, allows you
Mode to add decimal places to the
Increases the displayed precision for -
pressure readings digital readout.
Favorite Off
Connect automatically when the app is N .
opened, maximum of 2 Favorlte: Enable thIS feature
Bluetooth Options ) to automatically connect to the
Watchlist sensor when the app is opened
A‘H‘ows thez sensor to emit readings when (2 sensor maXimUm).
disconnected
Enabled Off
How often the sensor will refresh
watchlist data
Other
Long Range Off
Allows the sensor to use Bluetooth 5 Long
Range mode. Has no effect on Apple
devices. An Android device is required to
take advantage of Bluetooth Long Range
4 0 & o
. J

Rev 7.25
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Sensor Settings (cont.)

TDWLB-i0S-Application User Guide

Rev 7.25

Update Rate: The update rate
is how often the sensor will
refresh watchlist data (see
Watchlist section on page 19).
The most commonly used
update rate is 30 seconds.

A 2 second update rate is an
option, but puts a higher

current draw on the battery.
Selecting an update rate greater
than 30 seconds, will be less of
a current draw on the battery for
each incremental change.

Any measurement interval
setting other than “Off” will

draw more current.

\. J

Scroll to view all settings.

Settings

Name
[23689 j
Local Options (i)
Gauge Display

Minimum Maximum
(0.0 ] (‘IO0.0 ]

units PSI

Alarms

Used to determine if the sensor is reading
an undesired pressure. Must enable alarms
in app settings to have an effect

Lower Alarm Off

Pressure readings below this value trigger
the alarm

units PSI
Upper Alarm Off

Pressure readings above this value trigger
the alarm

units PSI
Other
Coolant R-22 v

When working with HVAC systems, select
the refrigerant you are using with this
sensor. Must enable superheat/subcooling in
app settings to have an effect

High Precision

Mode Off
Increases the displayed precision for
pressure readings

Favorite Off

Connect automatically when the app is
opened, maximum of 2

Bluetooth Options

Watchlist

Allows the sensor to emit readings when
disconnected

Enabled Off -

How often the sensor will refresh
watchlist data

Other

Long Range Off -

Allows the sensor to use Bluetooth 5 Long
Range mode. Has no effect on Apple
devices. An Android device is required to
take advantage of Bluetooth Long Range

B O

Home SideBy Side  Settings Watchlists More

—

—

Watchlist: When enabled, the
sensor will emit pressure and
temperature readings when
disconnected from the mobile
device. Must be enabled in
order to use with the Watchlist

Long Range: Displays

only when connected to

the TDWLBS5 Bluetooth 5
Wireless Pressure Transducer
(Compatible Android device
is required to take advantage
of Bluetooth Long Range).

Ph: 513-583-9491 | www.TransducersDirect.com
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Sensor Options

TDWLB-i0S-Application User Guide

@ Bluetooth Sensors

23689 oee o
0.1PSI 1 68.4°F

Data Log Not Logging

& Cloud

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings'

4 O B O

Home Side By Side  Settings Watchlists More

Options
& Disconnect
|
!

i Delete

Cancel

4 O B O

Home Side By Side  Settings Watchlists More

Rev 7.25

To view sensor options, from the

—| Home screen, tap the “Ellipse

Icon” in the top right corner.

From here, you can disconnect,
favorite, or delete the sensor.

Tap “Cancel” to close the menu.

Ph: 513-583-9491 | www.TransducersDirect.com (wsnuc
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App Settings TDWLB-i0S-Application User Guide

@’ Bluetooth Sensors

23689
® 04PSI I/ 68.4 °F

Data Log Not Logging

& Cloud

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings'

To view settings, tap the
4 0 P :“Settings” icon.

Settings

Unit: Displays the units of
measure for Pressure and
Temperature, which will I

To login to your CirrusSense
CirrusSense € I account, tap the “Login” button.

Account not connected

. . ® Unit
automatically select either
. . Pressure PsI
Celcius or Fahrenheit for
temperature. Temperature F Choose best Unit: Enable to
Choose best unit @+— allow the app to choose the best
B pressure/temperature unit when
Use CirrusSense units ( J

connecting the sensor.

Override pressure and temperature settings with the
units set in your CirrusSense account

Alarm Enable Sounds: When enabled,
Enable sounds @+— app will play a sound on repeat
Enable superheat and Play a sound on repeat when an alarm is triggered When an alarm |S tr|ggered
. Sound Ambulance
subcool: When working
: oth
with HVAC, enable | o © Sound: Select the sound to
. | h d sub | . aye .
superheat and subcooling. e spenemeeaee S view additional sound options.
how superheat and subcool temperatures. Useful in

HVAC applications

To hear an audio sample of that
s sound, tap the sound name.
Contast Us Select the sound you want to
trigger during an alarm.

9 LR, A A

~ N ——

(O]

12
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Sensor Name Change TDWLB-i0S-Application User Guide

Tap the “Gear” icon while on the
gauge screen.

@ Pressure & Temperature
0.1PSI 68.4 °F
Data Logging [ 3
ogs Recorded
0/131,072 (0.00%)
Started Completed
Measuring Interval Mode
Pressure 1s Until Full

Settings

Name ; Tap the sensor name bar.

[23689 | Backspace to delete and type

Local Options e to rename sensor.

Gauge Display
Minimum Maximum

(0.0 ] [100.0 ]

units PSI

Alarms

Used to determine if the sensor is reading
an undesired pressure. Must enable alarms
in app settings to have an effect

Lower Alarm Off
Pressure readings below this value trigger
the alarm

units PSI
Upper Alarm Off
Pressure readings above this value trigger
the alarm

units PSI
Other
Coolant RE27) v

When working with HVAC systems, select
the refrigerant you are using with this
sensor. Must enable superheat/subcooling in
app settings to have an effect

Wh Precision o )

Rev 7.25
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Zero/Tare Function

TDWLB-i0S-Application User Guide

Rev 7.25

@ Pressure
0.1PSI

Data Logging
Logs Recorded
0/131,072 (0.00%)

Started

Measuring nterval

Pressure 1s

ila

& Temperature

68.4 °F

Completed

Mode

Until Full

1:329

Home
o
i)

k3

%
“ a.

© PSI °

Zero Pressure?
Are you sure you want to set the zero
pressure for this sensor?

Gl Cancel ) Yes
0.1PSI 67.0 °F
Data Logging »
Logs Recorded
0/131,072 (0.00%)
Started Completed
Measuring Interval Mode
A 0 & o
Home Side By Side Settings Watchlists More

il 56 @

&
&
=
s

©
1
I 80

: Double-tap the gauge.

, Tap “Yes” to set current reading

I to zero. Tap “Cancel” to cancel

zero/tare.

Ph: 513-583-9491 | www.TransducersDirect.com
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Data Logging

TDWLB-i0S-Application User Guide

You can view the current or
previous data logging session
information here.

Started: Displays the date
and time the last session

Measuring: The specific
data that was measured and

recorded/logged — prese e _uniir

Rev 7.25

@ Pressure & Temperature
0.1PsI 68.4 °F

Logs Recorded

0/131,072 (0.00%)

il 56 @

@’ Bluetooth Sensors

From the Home screen, tap the

23689
® 04PSI I/ 68.4 °F

Data Log Not Logging

& Cloud

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings'

\N me  SidesySide  Seu et o
2:56 2 ol 56 @
Home 23689 1]

N
Data Logging >

Measuring Interval Mode

: data logging sensor you would
like to view.

Logs Recorded: Displays the
number of logs that were recorded
per the maximum amount.

Completed: Displays the date
/l and time the last session stopped.

Mode: Displays storage mode
used.

\:,Ldrl'er Completed /

(iles

' Interval: The rate at which
~ 1 measurements were recorded.

Ph: 513-583-9491 | www.TransducersDirect.com
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Starting a Data Log Session TDWLB-i0S-Application User Guide

@ Pressure & Temperature
01 PSI 68.4 °F
From the Gauge screen, tap the
Data Logging » +——] blue arrow in the Data Logging
Logs Recorded Section .
0/131,072 (0.00%)
Started Completed
Measuring Interval Mode
Pressure 1s Until Full
Measuring: Tap the dropdown
arrow to view options. For
sensors with a temperature probe, 156 2 e Interval: Click the dropdown and
you have the option to record o R —— select the rate at which the
Pressure, Temperature or Pressure I I oresaire = measurements are recorded.
& Temperature. If you do not have Interval settings options range
Interval @ 1second V = _I

a temperature probe, the only . from 50 ms up to 1 hour intervals
option is Pressure. Sipegekiode @ v (Fill until Full mode). 500 ms up to
kagiSize @ B e 1 day intervals (FIFO mode).
Password @

Storage Mode:

Until Full: Stores recorded
measurements until memory is
full and then stops automatically.
FIFO (First in First Out): When
memory is full, the logger will
replace the oldest recording
forward and continue until you

Password: If enabled, a 4-digit stop the session.
password will be required to start/ Log Size: Determines the
stop a session. To enable a 4 B slo - number of logs will be recorded

password, click the “Enable” \

button, enter the password, and
select the “Enable” button to save. L
Start Session: Tap to begin data logging.

— Yy, for a session.

Te]
N
N~
>
[0
12
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Stopping a Data Log Session TDWLB-i0S-Application User Guide

@ Pressure & Temperature

0.1 PSI GU29F .
In the Active Data log screen,

e m +—] tap the “Stop” button.

Logs Recorded

3/131,072 (0.00%)

Started Time Until Full
2:23 PM 45d 12h 14m 18s
Measuring Interval Mode
Pressure 30s Until Full

Files

2:26 &

Home

@ Pressure [B Temperature
0.1PSI 67.2 °F
‘ A warning message displays
e Stop Data Logging?

Logs
4/

oatalog sssons cannotberesume [N indicating that seSS|ons. cannot
l be resumed after stopping.

el Tap “Yes” to stop the session.
2:23 PM 45d 12h 13m 46s

Measuring Interval Mode

Pressure 30s Until Full

Files

Sensor Information

Model
TDWLB5-DL0100034

4 B & o

Home. Side By Side  Settings Watchlists More

& J

Rev 7.25
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Get Data Log Files TDWLB-i0S-Application User Guide

@ Pressure @ Temperature
0.1 PSI 67.0 °F
—— " I To retrieve the data log file, tap
ata Logging (4] b o . o
poc— the “Download Files” icon.
2/131,072 (0.00%)
Started Completed
2:23 PM 2:26 PM
Measuring Interval Mode
Pressure 30s Until Full
Files

Sensor Information
Model
TDWI RA-DI 0100034

a (] 500
(o) o
Home Side By Side Settings Watchlists More

Data Log File Options The Session File Name appears
02.12_2025-14.62_03 ‘ with date and time stamp when

the file was retrieved.
From here, you can either

email, share, or rename
the data log file.

[ /" Rename

When finished, tap the
“Cancel” button to go back
to the Gauge screen.

[ Cancel

A4 0 & o

Home Side By Side  Settings Watchlists More

Rev 7.25
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Get Data Log Files (cont.)

TDWLB-i0S-Application User Guide

Rev 7.25

Logged data files
display in a table format.

Home

4:24 2

23689

Table Graph —eom—
Time P (PSI)
2/12/25 16:16:13.00 0.05
2/12/25 16:16:14.00 0.05
2/12/25 16:16:15.00 0.05
2/12/25 16:16:16.00 0.05
2/12/25 16:16:17.00 0.05
2/12/25 16:16:18.00 0.05
'_ _2/12/25 16:16:19.00 0.05
2/12/25 16:16:20.00 0.05
2/12/25 16:16:21.00 0.05
2/12/25 16:16:22.00 0.05
2/12/25 16:16:23.00 0.05
2/12/25 16:16:24.00 0.05
2/12/25 16:16:25.00 0.05
4 N & o
Home  SideBySide  Settings  Watchlists More

\.

02_12_2025-16_17_16

@ Pressure & Temperature
0.1 PSI 67.0 °F
Data Logging g & »
Logs Recorded
45 /131,072 (0.04%)
Started Completed
416 PM 4:17 PM
Measuring Interval Mode
Pressure 1s Until Full
Files
02_12_2025-14_52_03 :
02_12_2025-16_17_16
Sensor Information
Model
4 B & o -
Side By Side  Settings Watchlists Mmy

—

J

Under “Files,” you will see the
current logged file. You can
save a total of 5 logged files.
To view file, tap the file name.

To view the logged data in a
graph, tap the “Graph” tab.

Ph: 513-583-9491 | www.TransducersDirect.com
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Deleting a Saved Data Log File

TDWLB-i0S-Application User Guide

Rev 7.25

Data Logging

Logs Recorded
46 /131,072 (0.04%)
Started

Feb 12, 4:16 PM

Measuring Interval
Pressure 1s
Files

| 2025-14_52_03

02_12_2025-16_17_16

Sensor Information
Model
TDWLB5-DL0100034

Serial Number

Completed
Feb 12, 41177 PM
Mode

Until Full

Firmware Version
23689 1.24.00
4 0 & O -
\Ncme Side By Side  Settings Watchlists m()
10:37 & wll LTE @
Home {\E)
® Pressure [B Temperature
== 25 65.6 °F
Data Loadina dh 2, P
Logs Delete?
Are you sure you want to delete
46 / this file?
— H
Start(
Feb Cancel Yes |
Measuring Interval Mode
Pressure 1s Until Full
Files
02_12_2025-14_52_03
02_12_2025-16_1716
Sensor Information
a4 0 & o
Home Side By Side Settings Watchlists More

Select the saved data log file you
want to delete and swipe left. Tap

“Delete” to delete the file.

When prompted, tap “Yes” to
delete the logged file or “Cancel.”

Ph: 513-583-9491 | www.TransducersDirect.com
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Sharing the Logged File TDWLB-i0S-Application User Guide

@ Pressure [& Temperature

0.1 PSI 67.0 °F

Data Logging & ¢ »

Logs Recorded

46 /131,072 (0.04%)

Started Completed

416 PM 4:17 PM

Measuring Interval Mode

Pressure 1s Until Full
Files While on the Sensor Detail
02.12_2025-14.52 03 . === Screen, tap the “Ellipse”
S — menu next to the file you

want to share.

Sensor Information

Model

() []] B O -

. i _ J

Data Log File Options

i st To email the file, tap the “Email”

_ = Email button. Enter the email address
To share the file, tap the

“Share” button - and tap “Send.”

/ Rename : To rename the file, tap the
“‘Rename” button.

Cancel

A4 0 & o

Home Side By Side  Settings Watchlists More

Rev 7.25
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Setting up a Watchlist

TDWLB-i0S-Application User Guide

Rev 7.25

viewing more than 6.

2:512 ull 56 @

Home

@’ Bluetooth Sensors

23689
® 04PSI I/ 68.4 °F

Data Log Not Logging

& Cloud

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings'

A Watchlist is used for viewing multiple sensors
(up to 6 sensors can be viewed in the normal
mode simultaneously). A watchlist is used for

—l Tap the “Watchlist” icon to begin.

wl 5C ==

Watchlists o +

To create a watchlist, tap the
“+” sign in the upper right-hand
corner of the Watchlists screen.

Ph: 513-583-9491 | www.TransducersDirect.com
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Setting up a Watchlist (cont.)

TDWLB-i0S-Application User Guide

Rev 7.25

10:45 &

Cancel

WATCHLIST PROPERTIES

10:46 &

Cancel

WATCHLIST PROPERTIES

Name Johns Watchlist

123 @ space return

& ¢
\_ —— J

for the Watchlist.

Tap “Save” to save the
watchlist name.

iame +— Tap “Name” and enter a name

Ph: 513-583-9491 | www.TransducersDirect.com
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Setting up a Watchlist (cont.) TDWLB-i0S-Application User Guide

wll LTE @8

Watchlists g +

I From the Watchlist screen,
lohns Watchlis —
e e select the name of the watchlist

you just created.

4 0 & o -

mnma all 56 =

=

To add sensors to the Watchlist,
tap the “+” sign in upper
right-hand corner. A list of
available sensors displays.

< Watchlists Johns Watchlist +

4 N & o

Watchlists

Rev 7.25
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Setting up a Watchlist (cont.) TDWLB-i0S-Application User Guide

Available Sensors 3. Tap the “+” sign again to add
1. Available sensors that can 31513 JASON DEMO them to the watchlist.

be added to the watchlist. [ Sres

81220
2. Select each sensor you want
to add to the watchlist (a blue
check mark will appear next to
each selected sensor).

. J

11:332 il 56 @

< Watchlists  Johns Watchlist O +

0.0PsI

_—_— l Each sensor now appears

A0 displaying pressure and
7260 temperature readings.

91295

81220

4 N & o

Watchlists

\_ J
T}
N
N~
>
(0]
04
Ph: 513-583-9491 | www.TransducersDirect.com GANSDUCERS Page: 22
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Deleting a Watchlist TDWLB-i0S-Application User Guide

wl 56 @

1. To delete a watchlist, tap the wetchiisis . ,
watchlist name and swipe left. I_Wt 2. Tap the red "Delete” button to
remote the list.

/\ﬂ cee
Home Side By Side  Settings  Watchlists More

Rev 7.25
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Pool Systems

TDWLB-i0S-Application User Guide

Rev 7.25

No sensors

Tap + then 'Connect Bluetooth Sensor' to
scan and connect to Bluetooth sensors

CirrusSense account not connected

Connect your account to see cloud-
connected devices. Go to 'Settings

—

Pool Setup
Pool Name
Glly Pool J-
Y Filter
No Sensor Connected -

Scan QR Code Enter Serial

Ensure sensor is located as close to the filter
as possible

&' Pump

=
Scan QR Code Enter Serial

Optionally add a pump sensor if your pool is
equipped with a variable speed pump.

Ensure filter and straining baskets are clean!

d 0B B O

Home Side By Side  Settings Watchlists More

Tap the “+” button in bottom
right-hand corner, then
“Connect Pool Filter”.

Enter the desired name
for your pool.

Add a TDWLB-LCRPPF sensor
to the pool by scanning the QR
code on the label or by entering
in the serial number.

Hessmetetee —| Pump sensor is optional. You can

create a pool with just one TD-
WLB-LCRPPF.

Tap to create the pool once the
filter (and optional pump) has
been scanned and located. The
sensor(s) must be powered on
and nearby.

Ph: 513-583-9491 | www.TransducersDirect.com
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Pool Systems (cont.)

TDWLB-i0S-Application User Guide

Pump calibration warning.

Tap to calibrate your pump.
Once calibrated, the current
pressure will show a percentage
representing your pump speed.

My Pool

&S

Tap to open pool settings where
you can change the pool name,
gauge range, and gauge ideal
zone.

| Double tap the gauge to zero

?ter {<(\ | I :
-0.4
\ PSI

,\U

2:47 &

My Pool

Pool Settings

@ Current 7 Highest &
QSI 0.6 PSI —
Pump A g)

o f |
0.1 .
@ Current 7T Highest &
0.1PSI (25.00%) 0.4 PSI
4 1 & o -
\Home Side By Side Settings Watchlists M:'!)

out pressure.

I Current and highest seen

pressure readings. Tap the blue
reset icon to zero out highest
seen pressure.

I When installing a new/cleaned

filter, tap the reset icon to reset
the high pressure.

(;y'p“og 2 To change the pool name,
enter the new name here.
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