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BL-102 Tubing assembly
BL-104* Escutcheon
BL-105* Nut, spout
BL-107* Spout (S-245 Series)
BL-106 Spout (S-249 Series)
BL-108 O-ring
BL-109 Adaptor, 3/4" hose (S-249 Series)
BL-113* Spout (S-245-5 Series)
BL-114 Spout lock
DF-30* Finial, lever, Handle (2)
KN-113 Valve cartridge, cold
KN-114 Valve cartridge, hot
KN-116 Flange nut (2)
L-42 Nut (2)
LN-20 Gasket
LN-102 Acrylic handle (2)
LN-111* Lock ring (2)
LN-112* Collar (lever handle) (2)
LN-115 Bushing (2)
LN-121A Philips pan head screw (2)
LN-131 ADA handle (2)
LN-133A Temperature indicator (red)
LN-133B Temperature indicator (blue)
LN-134* Oval Philips head screw (2)
LN-140* Lever handle (2)
LN-147B Snap ring
LN-149 Clear, Lever, Handle (2)
LN-152* Handle lever
LN-153A White, Lever, Handle (2)
LN-153B Chrome, Lever, Handle (2)
J-21 O-ring
T-33* Plug Button (2)
T-33B Plug Button, Blue
T-33R Plug Button, Hot

*For Decorative Finish Faucets (S-245 Series 
only) add suf�x to parts marked with an asterisk 
as follows:
Suf�x -STN: Radiance® satin �nish

Parts Assembly   Symmetrix Lavatory / Bar Sink Faucet, S-245 & S-249

KN-114

J-21

L-5
LN-134

DF-30LN-112

LN-152

LN-133A, LN-133B

LN-153A, LN-153B
LN-149

Handle option: LPO, LAM, LCF

Handle option: LCT

T-33, T-33B, T-33R

LN-121A

LN-102

KN-114
Cartridge used for 
both hot and cold handles

BL-106

BL-109

* LN-111 not used with this handle
* LN-115 not used with this handle

L-5

BL-113
L-5 

T-33
T-33B
T-33R

LN-121A

LN-140

BL-107

LN-115

KN-113

BL-105

LN-111

LN-147B

BL-108

BL-104

BL-114

BL-102

LN-20

KN-116

L-42

T-33, T-33B, T-33R

LN-121A

LN-131

Handle option: LWG

      Part Number
 Standard Vandal Resistant
 Aerator  with removal tool

Removal tool part number,  LL-60K 

 Aerator
  (�ow regulator)

 2.2 gpm (8.3L/min) SWA-17FR SWA-17VP
 1.5 gpm (5.7L/min) FLR-111-1.5     ----
 1.0 gpm (3.8L/min) FLR-111-1.0     ----
 .5 gpm (1.9L/min)     ---- LL-60B  




