
10-7/8"
(276 mm)

Note:  Dimensions subject to change without notice.

Wall Mounted 8" Centers
Adjustable 8" ± 3/4"
(203mm ± 19 mm )

5"
(144 mm)

 2-1/4" (57 mm)

2-5/8" (67 mm) dia

1/2" NPT
female

Atmospheric
1-1/8"-27 UNS thread
vacuum breaker

Service stops 3/4" Male hose
 connection

3-1/4" (82 mm)

1-1/4" (32 mm) 
Finished wall

4-3/4"
(120 mm)

12-13/16"
(326 mm)

3/8" (9 mm)

Measurements

A
7 7/8”, 201 mm

8 1/8”, 206 mm 

S-2490

S-2490-CHKS

A

Dimensions  Symmetrix Service Sink Faucet S-2490, S-2490-CHKS

Replacement Parts
Symmons

Part Number

Ordering replacement parts:
Call Symmons customer service at (800) 796-6667,
(781) 848-2250  M-F 7:30 am - 7:00 pm EST
Check our website at www.symmons.com for
a list of Symmons distributors.

Mounting
hardware kit

Handle assembly kit
(2 handles included)

RL-050

RL-056

RL-055

RL-052
RL-053

RL-054
Supply stop assembly kit
(Includes both hot and cold 
supply stop assemblies)

Vacuum breaker 
assembly kit

Support rod 
assembly kit

RL-051

Cartridge, HOT
Cartridge, COLD

Mounting hardware 
kit with check 
valves

RL-147
(-CHKS only)

handle assembly
 ■ screw
 ■ hot/cold indicator
 ■ handle
 ■ retainer nut
cartridge

support rod 
assembly

vacuum breaker
assembly

mounting 
hardware
with check 
valve

spout assembly

faucet body

supply stop 
assembly

5/16"
hex socket 
wrench

3 mm
Allen wrench

2 mm
Allen wrench

      Support behind �nished 
wall where support rod 
mounts is recommended for 
maximum support.

Supply stops
OFF - Turn (CCW) counter clockwise
ON -  Turn (CW) clockwise a maximum of three complete turns

Parts Assembly  Symmetrix Service Sink Faucet S-2490, S-2490-CHKS
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