
Material Resources, Inc.
STANDON ADJUSTABLE PIPE SUPPORTS
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For product availability and ordering information on these
and other products offered by Material Resources Inc.

please call:

(503) 533-5256 or FAX (503) 533-5501
or visit our website at

www.standon.net

The Standon Support is ideal for use on backflow devices
and large water meters. It is perfect for retrofitting existing
installations, replacing ill fitting concrete blocks etc.

The Standon model S89 comes packaged in an
easily inventoried box. All mounting instructions
are included.

A positively attached support designed to
meet all or your flanged piping needs. . .

• Bolts directly to the flange
• Accepts standard IPS pipe - No threading required
• Comes complete with anchorable base plate
• Laser cut steel for guaranteed fit every time
• Available in sizes 2” through 48” - Class 125 flanges
• Galvanized finish for extra protection

Excellent for Backflow
and Meter Installations!

STANDON
MODEL

S89

STANDON SUPPORTS
STANDON MODEL S-89
ADJUSTABLE PIPE SUPPORT

SCH. 40 STEEL PIPE
(SUPPLIED BY INSTALLER)

2ea-½” STAINLESS STEEL CONC.
ANCHORS OR STUD ANCHORS
-Not included

CONCREATE FLOOR INSTALLATION

ALL MODELS TESTED TO OVER 10,000 POUNDS - COMPRESSIVE STRENGTH
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Standon Model S89 flange Support  Product Specifacation Sheet
ALL MODELS TESTED TO OVER 10,000 POUNDS - COMPRESSIVE STRENGTH

MATERIAL -
Flange plate: ASTM A36
Collar / base cups: ASTM A53 D.O.M. tubing
Thread stud: ASTM A36, rolled thread, grade ASTM A307
Base plate: ASTM A36 sheet steel

Optional Material - 100% 304L or 316L Stainless steel

FABRICATION -
All welds: 100% MIG welding, electrode E70XX
Plates: Laser cut, programmed dimensions, radiused corners

FINISH -
All supports have corrosion resistant, electro-galvanized finish.
Hot dip galvanizing available - specify at time of order.

DIMENSIONS - (note: call manufacturer for 30" through 48" support information)

INSTALLATION -
To insure proper Support performance and stability; After final height adjustment is attained, apply tack welds to both

support cups and extension pipe.  Use E70XX electrode for welds.  The base plate should be anchored to the floor with
removable anchor bolts.  If re-adjustment is required at a later date, remove anchor bolts and rotate entire lower unit using
collar nut.  Re-anchor base plate.

FLANGE HOLE FLG THRD BASE EXTENSION
SIZE RADIUS PLATE STUD PLATE PIPE REQ.

2” 2.375" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
2.5” 2.75" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
3” 3.00" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
4” 3.75" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
6” 4.75" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
8” 5.87" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"

10” 7.125" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
12” 8.50" .250" 1" x 6" 4" x 6" x .25" 2" Sch. 40 7"
14” 9.375" .375" 1.5" x 6" 8" x 8" x .5" 3" Sch. 40 9.5"
16” 9.625" .375" 1.5" x 6" 8" x 8" x .5" 3" Sch. 40 9.5"
18” 11.375" .375" 2" x 6" 8" x 8" x .5" 4" Sch. 40 10"
20” 12.50" .375" 2" x 6" 8" x 8" x .5" 4" Sch. 40 10"
24” 14.75" .375" 2" x 6" 8" x 8" x .5" 4" Sch. 40 10"

MINIMUM
DIST. TO
FLOOR

NOTE: 250 Drilling pattern supports available

STANDON
MODEL

S89
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MODEL

S89



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




