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• Fits Most Pull-Out Faucets; Including American Standard, 
  Delta, Eljer, Gerber, Moen, Sterling, Valley and Italian 
  or Asian Imports  • Chrome
1. Turn off water supply.
2. With faucet in the "OFF" position, extend the spray head 
    and hose.
3. Remove the old spray head and washer.
4. Thread new spray head to hose.

• S’Adapte à la Plupart Des Robinets Rétractable, Compris 
  Le American Standard, Delta, Eljer, Gerber, Moen, Sterling, 
  Valley et L'Italien ou Les Importations D'Asiatique  • Chromée
1. Coupez l’alimentation en eau.
2. Avec le robinet dans le "OFF" ; la position, prolongent la 
    tête de douchette et le tuyau
3. Enlevez la tête de douchette et rondelle.
4. Vissez la tête de douchette neuve dans le tuyau.

• Apto Para la Mayoría de los Grifos Extraible; Incluyendo 
  American Standard, Delta, Eljer, Gerber, Moen,Sterling, 
  Valley e Importaciones Italianas o Asiáticas  • Cromado
1. Cierre el suministro de agua.
2. Con el grifo en posición "OFF" (CERRADO), extienda el 
    rociador y la manguera.
3. Retire el rociador usado y la arandela.
4. Instale el nuevo rociador
    en la manguera.


