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Read safety/installation instruction sheets in packages before use.

Drive Nail Anchor
781011 02964 ADN-18-87 3/16" x 7/8" 100
781011 02965 ADN-25-75 1/4" x 3/4" 100
781011 02966 ADN-25-100 1/4" x 1" 100
781011 02967 ADN-25-125 1/4" x 11/4" 100
781011 02968 ADN-25-150 1/4" x 11/2" 100
781011 02969 ADN-25-200 1/4" x 2" 100
782051 53306 ADN-25-300 1/4" x 3" 100
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• For use in concrete, block or brick.
• Anchor is recommended for light duty, tamper-proof

applications.
• Not recommended for overhead applications.
• Made of Zamac Alloy material.

Drive Nail Anchors

* Based on concrete compression strength of 4000 psi using applied safety
factor of 4.0. For additional loading information contact factory.

Drive Nail - Data 3/16” 1/4”
ANSI Drill Bit Size (in.) 3/16 1/4
Fixture Clearance Hole (in.) 1/4 5/16

Head Height (in.) 7/64 9/64

Head Size, O.D. (in.) 13/32 35/64

Min. Embedment Depth (in.) 3/4 5/8
Load Capacity Tension (lbs) * 125 150
Load Capacity Shear (lbs) * 175 205


