
Coated Stainless Steel

BrassCraft® 
coated stainless steel 
connectors deliver 
outstanding flexibility  
with advanced  
corrosion resistance,  
both inside and  
outside.

W A T E R  H E A T E R  C O N N E C T O R S

Greater 
Flexibility, 
Superior
Corrosion 
Resistance

INTEGRATED 
DIELECTRIC 
SLEEVE
Internal protection 
against galvanic 
corrosion

ProCoat ®



•  Integrated Dielectric Sleeve 
 Isolates dissimilar metals within the waterway,   
 where galvanic and electrolytic corrosion have   
 their greatest potential

•  No Dielectric Union Needed 
 The integrated dielectric sleeve eliminates the need 
 to install an additional dielectric union, reducing time  
 and installation costs

 Corrugated Stainless Steel 
 Delivers superior flexibility over copper and  
 braided stainless steel without kinking or flattening

• 100% Leak Tested 
 Prior to the coating application to ensure connector  
 performance and reliability

• CSA & IAPMO Certified 
 to ASME A112.18.6/CSA B125.6

• NSF 61 & Low-Lead Compliant
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Part No. Part Description UPC Case Qty. Case Wt. (lbs) List Price

SWB00-12N (3/4" ID)  3/4" FIP x 3/4" FIP x 12" Length 026613142562 25 7 $16.60

SWB00-15N (3/4" ID)  3/4" FIP x 3/4" FIP x 15" Length 026613142579 25 8 $18.46

SWB00-18N (3/4" ID)  3/4" FIP x 3/4" FIP x 18" Length 026613142586 25 9 $20.09

SWB00-24N (3/4" ID)  3/4" FIP x 3/4" FIP x 24" Length 026613142593 25 11 $24.64

For more d etails, or to place an order, contact your local Brasscraft Manufacturing Company sales or customer service representative.

•  Exclusive ProCoat® Clear Coat 
 Provides superior corrosion resistance to  
 deterioration from harsh chemicals that can  
 cause pin hole leaks

 Full Flow, Maximum   
 Performance
 With a 3/4” full flow internal diameter,  
 our connectors provide greater water 
 flow without obstruction


