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 NOTES:

  1.  DIMENSIONS MAY VARY ±1/2" (12.7mm).

  2.  IN ORDER TO COMPLY WITH STATE CODES, THE USE OF A VACUUM BREAKER
       IS REQUIRED WITH ALL HAND HELD EYE/FACE WASH AND BODY SPRAY UNITS
       (HAWS OFFERS MODEL SP212).

  3.  TO COMPLY WITH ANSI Z358.1-2009 FOR EMERGENCY EYEWASH OR EYE/FACE
       WASH EQUIPMENT:
       -  UNIT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S
          INSTRUCTIONS AND ACCEPTABLE PLUMBING PRACTICES.
       -  EYEWASH OR EYE/FACE WASH SHALL BE POSITIONED WITH NOZZLES NOT
          LESS THEN 83.8 CM (33 IN.) AND NO GREATER THAN 114.3 CM (45 IN.) FROM
          SURFACE ON WHICH USER STANDS AND 15.3 CM (6 IN.) MINIMUM FROM  WALL
          OR NEAREST OBSTRUCTION.

  4.  MOUNTING HARDWARE SUPPLIED BY OTHERS.* APPROVED:
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5  ASSEMBLE EYE/FACE WAS ASSEMBLY TO HOSE; ORIENT TAB
   ON ASSEMBLY AWAY FROM USER.


