
LOW
LEAD

COMPLIANT

Black High Flow
Rubber Bumper Spray Face
Black Tapered Screw

NSF 372.  EPAct 2005 Compliant
Pre-rinse spray valve repair kit with black spray face, black tapered rubber bumper and screw.  Certified to NSF 61-Section 9 and 

1.42 GPM pre-rinse spray valve repair kit •
Black 1.42 GPM spray face•
Back tapered rubber bumper•

Screw•
Material: Plastic spray face and rubber bumper•

•

Model Specified________________Quantity_______
Variations Specified__________________________

 One Year (Limited)
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         Ph 800-891-4808 

NSF 372 (Low Lead Content)

 2 Saddleback Cove 

•
•

 Fax 800-868-0084
 Travelers Rest, SC 29690 

•
equip Foodservice Accessories

11/21/16 

Product Compliance:

EPAct 2005 (PRSV)

Job Name__________________________________

•

by

Parts and Repair Kits

1.42 GPM Spray Valve Repair Kit

Architect/Engineering Specifications:

•

Date______________________________________

•

NSF 61 - Section 9

 www.tsbrass.com

•

Date:

Features & Benefits:

psi 

Performance Data:

Pressure: 20 - 125 psi •
Temperature: 40 F - F•
Flow Rate:  1.42 GPM @ 60 

Warranty:

5SV-RK
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