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Product Features

Undercounter Lavatory
Vitreous China

PF1713U

Warranty and Codes
These products come complete with installation, operating, care and maintenance instructions. All PROFLO fixtures carry a 1-year limited warranty.  
These products meet or exceed ASME/ANSI A112.19.2/CSA B45.1-2013. In an effort to continually improve our products, we will make design changes 
from time to time. We reserve the right to ship newly designed product to fill any order unless we agree in writing to do otherwise.

PF1713UWH

Product Specifications

• Vitreous china with overflow      
• Rectangle undercounter lavatory                         
• Mounting clips included    
• Internal basin depth: 5-9/16"
• Basin depth to overflow: 5-7/16"
• Meets ASME standard: A112.19.2/CSA B45.1-2013
• cUPC/IAPMO listed     
• Can be mounted for ADA installation 
• Available in white or biscuit 
• Note: If installing pop-up drain® – review lift rod arm length.  

Verify proper installation with this lavatory.    

Dimensions
• Interior: 17-1/2" x 13-9/16"
• Exterior: 19-7/8" x 15-15/16"

Model Numbers
PF1713UWH: 17" x 13"
vc undercounter lavatory - white
PF1713UBS: 17" x 13"
vc undercounter lavatory - biscuit
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