
The Trerice 800B Utility Gauge 
is designed for general pressure 
indication requirements. This gauge 
provides reliable service at an 
economical cost. Wetted parts are
bronze tube and Lead-Free (PBF) 
brass socket.
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Model          Dial Size      Connection       Connection       Units of                Range Code
                                    Size                  Location           Measure               

800B           15  11/2"      01  1/8 NPT      L   Lower         A  psi                    See Standard
                 20  2"         02  1/4 NPT      B   Back           D  psi/kPa             Ranges

                  25  21/2"                                                      
                 40  4"
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Dial Size           C                            E                         F                           H                         J                        R

11/2" Lower       1.57 [40]                 1.54 [39]              0.35 [9]                  0.71 [18]             1.02 [26]             0.43 [11]
11/2" Back         1.57 [40]                 1.54 [39]              0.35 [9]                  0.68 [17]             1.15 [29]             0.43 [11]
2"                      1.97 [50]                 1.93 [49]              0.39 [10]                0.89 [23]              1.16 [29]             0.55 [14]
21/2"                  2.48 [63]                 2.20 [56]              0.39 [10]                0.87 [22]              1.16 [29]             0.55 [14]
4"                     3.94 [100]               2.87 [73]              0.39 [10]                0.95 [24]              1.38 [35]             0.55 [14]£ ¤ ¥ ¦ § ¨ © ª ¤ « ¬  £ ¤ ¥ ® ¯ ° § ¦ § ¨ © ª ¤ « ± 

                                                                                                                                                                    psi                   kPa  

Range     Specific                    Figure           Minor             Range      Specific                                                    Figure         Minor             Figure         Minor
Code        Range                       Intervals       Divisions         Code        Range                                                       Intervals     Divisions        Intervals     Divisions

010        30" Hg to 0               5                   0.5                  010          30" Hg to 0 / –100 to 0 kPa                       5                 0.5                 10               2
020        30" Hg to 15 psi        10/5              1/0.5               020          30" Hg to 15 psi / –100 to 100 kPa           10/5            1/0.5              20/20          2/2
030        30" Hg to 30 psi        10/5              1/1                  030          30" Hg to 30 psi / –100 to 200 kPa           10/5            1/1                 50/50          5/5
040        30" Hg to 60 psi        10/10            2/1                  040          30" Hg to 60 psi / –100 to 400 kPa           10/10          2/1                 100/100      10/10
050        30" Hg to 100 psi      30/20            2/2                  050          30" Hg to 100 psi / –100 to 700 kPa         30/20          2/2                 100/100      10/10
060        30" Hg to 150 psi      30/30            5/2                  060          30" Hg to 150 psi / –100 to 1000 kPa       30/30          5/2                 100/100      10/10
070        30" Hg to 300 psi      30/50            5/5                  070          30" Hg to 300 psi / –100 to 2000 kPa       30/50          5/5                 100/200      20/20
080        0 to 15 psi                 3                   0.2                  080          0 to 15 psi / 0 to 100 kPa                          3                 0.2                 10               1
090        0 to 30 psi                 5                   0.5                  090          0 to 30 psi / 0 to 200 kPa                          5                 0.5                 20               2
100        0 to 60 psi                 10                 1                     100          0 to 60 psi / 0 to 400 kPa                          10               1                    50               5
110        0 to 100 psi               10                 1                     110          0 to 100 psi / 0 to 700 kPa                        10               1                    100             10
120        0 to 160 psi               20                 2                     120          0 to 160 psi / 0 to 1100 kPa                       20               2                    200             10
130        0 to 200 psi               20                 2                     130          0 to 200 psi / 0 to 1400 kPa                      20               2                    200             20
140        0 to 300 psi               50                 5                     140          0 to 300 psi / 0 to 2000 kPa                      50               5                    200             20
150        0 to 400 psi               50                 5                     150          0 to 400 psi / 0 to 2800 kPa                      50               10                  400             20
160        0 to 600 psi               100               10                   160          0 to 600 psi / 0 to 4000 kPa                      100             20                  500             50
180        0 to 1000 psi             100               20                   180          0 to 1000 psi / 0 to 7000 kPa                    100             20                  1000           100
190        0 to 1500 psi             300               20                   190          0 to 1500 psi / 0 to 10,000 kPa                 300             20                  1000           200
200        0 to 2000 psi             200               20                   200          0 to 2000 psi / 0 to 14,000 kPa                 200             50                  2000           200
210        0 to 3000 psi             500               50                   210          0 to 3000 psi / 0 to 20,000 kPa                 500             100                2000           200
220        0 to 5000 psi             1000             100                 220          0 to 5000 psi / 0 to 35,000 kPa                 1000           100                5000           500
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