
800LFB shown

The Trerice 800LFB Utility Gauge 
is designed to meet the needs of 
general industrial applications. The
gauge features a rugged, plastic, 
liquid filled case to withstand minor
vibration and pulsation conditions.
Wetted parts are bronze tube with 
brass socket.
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800LFB
Liquid Filled • Plastic Case

HOW TO ORDER              � � � � � � � � � � � � � � � � � � 800LFB 25 02 L A 110

Model          Dial Size      Connection       Connection       Units of                Range Code
                                    Size                  Location           Measure               

800LFB      20  2"         01  1/8 NPT*      L   Lower         A  psi                    See Standard
                 25  21/2"      02  1/4 NPT       B   Back           D  psi/kPa             Ranges 

                  35  31/2"                                                                             
                                                                                      

*  1/8 NPT connection size not available with 31/2" dial size.                        
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Dial Size            C                          E                          F                          H                          J

2"                       2.09 [53.1]            1.91 [48.5]            0.48 [12.2]            0.98 [24.9]            1.24 [31.2]
21/2"                   2.67 [67.8]            2.19 [55.5]            0.39 [10.0]            0.99 [25.1]            1.26 [32.5]
31/2"                   4.23 [107]             2.87 [73.0]            0.48 [12.2]            1.06 [27]               1.41 [36.0]® ¯ ° ± ² ³ ´ µ ¯ ¶ · ¸

                                              2 & 2 1/2" Dial Size            3 1/2" Dial Size       
Range    Specific                       Figure           Minor               Figure              Minor     
Code      Range                          Intervals       Divisions          Intervals          Divisions¹ º ¹       30" Hg to 0                5                  1                     5                    0.5¹ » ¹       30" Hg to 15 psi         10/5             1/0.5               10/5               1/0.5¹ ¼ ¹       30" Hg to 30 psi         10/5             1/1                  10/5               1/1¹ ½ ¹       30" Hg to 60 psi         10/10           2/1                  10/10             2/1¹ ¾ ¹       30" Hg to 100 psi       30/20           2/2                  30/20             2/2¹ ¿ ¹       30" Hg to 150 psi       30/30           5/2                  30/30             5/2¹ À ¹       30" Hg to 300 psi       30/50           5/5                  30/50             5/5¹ Á ¹       0 to 15 psi                  3                  0.2                  3                    0.2¹ Â ¹       0 to 30 psi                  5                  0.5                  5                    0.5º ¹ ¹       0 to 60 psi                  10                1                     10                  1º º ¹       0 to 100 psi                10                1                     10                  1º » ¹       0 to 160 psi                20                2                     20                  2º ¼ ¹       0 to 200 psi                20                2                     20                  2º ½ ¹       0 to 300 psi                50                5                     50                  5º ¾ ¹       0 to 400 psi                50                5                     50                  5º ¿ ¹       0 to 600 psi                100              10                   100                10º Á ¹       0 to 1000 psi              100              20                   100                20º Â ¹       0 to 1500 psi              300              20                   300                20» ¹ ¹       0 to 2000 psi              200              20                   200                20» º ¹       0 to 3000 psi              500              50                   500                50» » ¹       0 to 5000 psi              1000            100                 1000              100

For dual scale ranges specify the appropriate Units of Measure: Ã (psi/kPa)
followed by the corresponding Ä (psi) Å Æ Ç È É Ê Ë Ì É
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