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Constant Pressure System Manifolds - No Lead Brass, Brackets

Constant Pressure System Manifold  Features:
• No lead brass or 304 stainless steel manifold 
    eliminates the need for extra tees, fittings & nipples 
    required to install constant pressure pump systems.
•  “NL” and “SS” Series are third party certified to NSF/ANSI 372.
•  Easy to install, 13 1/2” length provides plenty of room for tank and 
    accessories.  (Tank diameters up to 11” on 2” manifold.)
•  Five ports allow installation for all needed plumbing accessories.
•  1” top port manifold allows for direct installation of FLEXCON, 
    FLOW-THRU FT18 tank.
•  Manifolds available with or without NL Bronze, PVC or SS bushings.

NO LEAD BRASS            Overall          Line          Tank      Transducer     Drain        Gauge                          Ctn        List
Part Number                   Length        Conn.         Conn.           Port           Ports          Port       Bushing        Qty       Price
* CPSM125BNL                     13 1/2”      1 1/4” mpt      3/4” fpt          3/4” (1)         3/4” (2)       1/4” (1)         None              16       $ 88.39
                                                                       x 1” fpt                                                                                                       
CPSM125PBNL                      13 1/2”      1 1/4” mpt      3/4” fpt          3/4” (1)         3/4” (2)       1/4” (1)     3/4”x1/4”         16         88.11
                                                                       x 1” fpt                                                                                                  Plastic
CPSM125BBNL                      13 1/2”      1 1/4” mpt      3/4” fpt          3/4” (1)         3/4” (2)       1/4” (1)     3/4”x1/4”         16         95.66
                                                                       x 1” fpt                                                                                               NL Bronze
CPSM125PB3/4x1/2NL       13 1/2”      1 1/4” mpt      3/4” fpt          3/4” (1)         3/4” (2)       1/4” (1)     3/4”x1/2”         16         88.11
                                                                       x 1” fpt                                                                                                  Plastic
CPSM125BB3/4x1/2NL       13 1/2”      1 1/4” mpt      3/4” fpt          3/4” (1)         3/4” (2)       1/4” (1)     3/4”x1/2”         16         95.66
                                                                       x 1” fpt                                                                                               NL Bronze

* CPSM125-100BNL             13 1/2”      1 1/4” mpt        1” fpt              1” (1)           3/4” (2)       1/4” (1)         None              16         93.04
                                                                       x 1” fpt                                                                                                       
CPSM125-100PBNL              13 1/2”      1 1/4” mpt        1” fpt              1” (1)           3/4” (2)       1/4” (1)      1” x 1/4”          20       113.72
                                                                       x 1” fpt                                                                                                  Plastic
CPSM125-100BBNL              13 1/2”      1 1/4” mpt        1” fpt              1” (1)           3/4” (2)       1/4” (1)      1” x 1/4”          20        114.19
                                                                       x 1” fpt                                                                                               NL Bronze
CPSM125-100PB1x1/2NL    13 1/2”      1 1/4” mpt        1” fpt              1” (1)           3/4” (2)       1/4” (1)      1” x 1/2”          20       113.72
                                                                       x 1” fpt                                                                                                  Plastic
CPSM125-100BB1x1/2NL    13 1/2”      1 1/4” mpt        1” fpt              1” (1)           3/4” (2)       1/4” (1)      1” x 1/2”          20        114.19
                                                                       x 1” fpt                                                                                               NL Bronze

CPSM-NL Series

Please see Stainless Steel manifolds on next page.

    • Dual mounting brackets allow secure 
       manifold placement with tank.
    • Zinc-plated, heavy gauge steel tubing, all 
       stainless steel mounting screws, locknuts, 
       U-bolts, plastic end plugs.
    • Brackets can be mounted two ways to allow 
       for mounting flexibility.
    • Brackets measure 8” x 12 1/2”.
    • 1 set includes 2 brackets & hardware.

Part Number           Size                    Manifold Size            Ctn Qty         List Price
CPSMMB                     8” x 12 1/2”                1 1/4”                          8                    $ 48.13
CPSMMB200              8” x 12 1/2”                   2”                              8                       59.97

Constant Pressure System Manifold Mounting Brackets:

*


