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UP 15-42 BUC5/BUC7

Approvals

Note: Dimensions in inches unless otherwise stated.

T
M

0
3

 8
4

3
1

 4
4

1
2

Flow range: 0-17 gpm (0 - 3.9 m3/h)

Head range: 0-15 ft (0 - 4.6 m)

Motor: 2-pole, single-phase

Max. liquid temperature: 205 °F (96 °C)

Min. liquid temperature: 36 °F (2 °C)

Max. system pressure: 145 psi (10 bar)

Model Volts Amps Watts Hp Capacitor

UP 15-42 BUC5 115 0.74 85 1/25 10 180 V

UP 15-42 BUC7 115 0.74 85 1/25 10 180 V

UP 15-42 BUC5 UP 15-42 BUC7
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Model
Product number

115 V

Dimensions [inches (mm)] Connection type 
and size

Shipping weight
[lbs (kg)]A B C D E

UP 15-42 BUC5 59896150 5.31 (135) 5.00 (127) 4.13 (105) 3.50 (89) 2.85 (72) 1/2" sweat 14.3 (6.5)

UP 15-42 BUC7 59896151 6.70 (170) 5.25 (133) 4.13 (105) 3.50 (89) 2.85 (72) 3/4" sweat 14.9 (6.8)


