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FEATURES

  European standard capacity

  Honeycomb Drum™ with interior light

  Electronic moisture monitoring

  Buzzer on/off

  Anti-creasing after program end

  RemoteVision™ capable

  Standard programs: Normal,  
    Wrinkle-Free, Woolens, Smooth, Sturdy,    
    Fluff, 20 minute, 45 minute

  Program options: Turbo, Full Load, Gentle
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SPECIFICATIONS

T 8033 C - Item 12803311USA

Overall Unit Width 231/2” (597 mm)

Overall Unit Height 333/8” - 341/8” (848 - 867 mm)

Overall Unit Depth 211/2” (546 mm)

Niche

Minimum Cabinet Opening Width 24” (610mm)

Minimum Cabinet Opening Height 323/8” - 351/4 (822 - 895 mm)

Minimum Cabinet Opening Depth 24” (610mm)

Plumbing

Drain Hose
5 ft (1.5 m) flexible drain hose is supplied. 
5 ft (1.5 m) maximum delivery height. 
13 ft (4 m) maximum run length. 

Electrical 

Electrical Requirements - Volts/Amps 120/208-240V, 60Hz, 30 Amps 

Power Cord - Plug and length NEMA 14-30 plug, 5 ft (1.5 m)

Shipping

Shipping Weight 130 lbs (59 kg)

Shipping Dimensions
26” (660 mm) W x 347/16” (847 mm) H x 
26” (660 mm) D

Support

Call Miele 800.843.7231

Miele Website 8www.mieleusa.com
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PRODUCT VIEW WITH WTS410 
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PRODUCT VIEW WITH WTV407 
STACKING KIT
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Dryer

Washer



INSTALLATION
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