
FEATURES
 ● Solid brass construction for durability and reliability
 ● Pressure-balancing technology maintains water temperature 
within +/-3 degrees fahrenheit

 ● High-temperature limit stop helps eliminate scalding
 ● Complements the Inigo collection

Inigo® Pressure Balance Trim

SPECIFIED MODEL
Model Description Finishes

P23115-LV Inigo Pressure Balance Trim, Lever Handle   CP   Polished
 Chrome

  AD   Nickel
 Silver

  AG  Br ushed
Nickel

  W6  We athered
 Bronze

P23116-LV Inigo Pressure Balance Trim with Diverter, 
Lever Handle

  CP   Polished
 Chrome

  AD   Nickel
 Silver

  AG  Br ushed
Nickel

  W6  We athered
 Bronze

Required Rough-in

P19300-00 Rough-in for P23115   NA

P19300-WS Rough-in with Stops for P23115   NA

P29306-WS High-Flow Rough-in for P23115   NA

P29305-00 Rough-in for P23116   NA

P29305-WS Rough-in with Stops for P23116   NA

1096749-4-C

We reserve the right to make revisions without notice in the design of products or in packaging unless this right has specifi cally been waived at the time the order is accepted.

Questions? Problems? For additional assistance, please contact KALLISTA’s Customer
Service Department at 1-888-4-KALLISTA (1-888-452-5547) or FAX 1-888-272-3094.
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