
2-Piece
Bolted Design

FEATURES
 • All brass conforms to AWWA Standard C800 (ASTM B62 and ASTM B584,
  UNS NO C83600 - 85-5-5-5)
 • These saddles conform to the design and sizing requirements held by the Uni-Bell    
  Handbook and the AWWA manual M23 for use on PVC pipe
 • O-Ring gasket is EPDM rubber, ASTM D2000

BRASS SADDLES WITH AWWA TAPS FOR C900 PVC PIPE
S71-91-1007

PVC PIPE
SIZE

ACTUAL
O.D.

TAP
SIZE

APPROX.
WT. LBS.

CATALOG
NUMBER

✓ SUBMITTED
ITEM(S)

4" 4.80

1/2" 2.8 S902-401
3/4" 2.9 S902-403
1" 2.8 S902-404

1-1/2" 7.5 S902-406
2" 6.5 S902-407

6" 6.90

1/2" 4.5 S902-601
3/4" 4.6 S902-603
1” 4.5 S902-604

1-1/2" 8.5 S902-606
2" 8.5 S902-607

8" 9.05

1/2" 5.3 S902-801
3/4" 5.4 S902-803
1" 5.3 S902-804

1-1/2" 12.5 S902-806
2" 12.0 S902-807

10" 11.10 1-1/2" 12.8 S902-1006
2" 12.2 S902-1007

12" 13.20 1-1/2" 12.9 S902-1206
2" 13.6 S902-1207
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Brass alloy body and strap,
meeting ASTM B62, ASTM B584 
and AWWA C800

EPDM Rubber O-Ring gasket

Silicon Bronze Bolts and Nuts

Brass Saddles For C900 PVC - (S902-xxx style)
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