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■ UNS Designation Number:   90-10 (UNS C70600).
■ Nominal Chemicals:   Copper 88.6%, Nickel 10.0%, Iron 1.4%.
■ Average Mechanical Properties:   Tensile 45,000 psi, Yield 18,000 psi, Elongation 35%.
■ Specifications:   MIL-T-16420K, Type I, Grade 1, ASTM B 466.
■ Stocked in 20 foot standard lengths.
■ Widely used in marine applications where resistance to both corrosion and biofouling is important.

Class 200 MIL-T-16420           ASTM B 466 Regular Wall

Copper-Nickel Tubing

90-10 Seamless Tubing, Annealed Temper

Regular wall per ASTM B 466 is similar to Sch 40 in ANSI B 36.10 and Sch 40s in ANSI B36.19.
Dimensions are in inches. All weights are approximate.  Specifications: pg. 60.
Sizes not shown may be available upon request.
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lanimoN muminiM traP lanimoN traP
eziSepiP DO llaW tF/sbL rebmuN llaW tF/sbL rebmuN

052. 530. 1. 291431
573. 530. 71. 384251
573. 940. 2. 605251
005. 530. 2. 845251

1/4 045. 560. 4. 899931 280. 55. 771041
3/8 576. 560. 5. 400041 190. 36. 391041
1/2 048. 560. 7. 210041 701. 56. 581041
3/4 050.1 560. 9. 020041 411. 79. 612041
1 513.1 560. 1 830041 621. 3.1 802041
11/4 066.1 270. 5.1 640041 641. 9.1 422041
11/2 009.1 270. 8.1 450041 051. 1.3 232041
2 573.2 380. 6.2 260041 651. 2.4 042041
21/2 578.2 380. 3 070041 781. 6.6 852041
3 005.3 590. 4 880041 912. 6.8 983041
31/2 000.4 590. 5 690041
4 005.4 901. 4.6 101041 052. 9.21 793041
41/2 000.5 021. 8 911041
5 365.5 521. 9 721041 052. 8.61 085251
6 526.6 431. 21 241315 052. 7.12 306251
7 526.7 041. 31 465251
8 526.8 151.-841. 71 341041 213. 13 926251
01 57.01 781. 5.62 151041
21 57.21 052. 24 961041


