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WLCS-1000
c h e m i c a l / l e a d  f i l t r a t i o n  s y s t e m

A TASTEFUL ADDITION TO ANY HOME

Model Part I/O Dimensions µ Operating  
Pressure

Temperature 
Range

WLCS-1000 152077 1/4” tube 15” x 11” x 6.5” 0.5 30-125 psi 40-100oF

Replacement cartridge kit for WLCS-1000
W-250...........15584-51

Tested and Certified by NSF International.

features
 ★ Compact, space saving design fits 
conveniently under sink

 ★ Unlike RO systems, no storage tank or 
recovery time is required

 ★ Provides great tasting water on demand

 ★ Filter life up to 12 months or 1,000 gallons

 ★ Completely assembled with filter cartridges 
and quick-connect fittings for easy 
installation

benefits
 ★ Effectively reduces a wide range of 
chemicals and other contaminants from 
drinking water

 ★ Reduces cysts such as Cryptosporidium and 
Giardia by mechanical means

 ★ Reduces 99% of dissolved lead at pH 6.5, 
cysts, mercury, asbestos, chlorine taste & 
odor, and sediment

Drinking water systems deliver clear, 
clean, fresh-tasting water for drinking 
and cooking. Activated carbon cartridges 
are designed to solve specific problems, 
includeing bad taste and odor, chlorine 
taste and odor, lead, and cysts.
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