
PRESSURE / TEMPERATURE TEST PLUG SPECIFICATIONS |   TEXAS FAIRFAX COMPANY 
¼” NPT Pressure/Temperature Test Plug & Cap 

Body Material: Brass 
Part Number Core Material Max Temp 
N-76-01 Neoprene 200º F 
N-76-02 Nordel 300º F 

¼” NPT Lagg Pressure/Temperature Test Plug & Cap 
Body Material: Brass 
Part Number Core Material Max Temp 
N-76L-01 Neoprene 200º F 

N-76L-02 Nordel 300º F 

½” NPT Pressure/Temperature Test Plug & Cap 
Body Material: Brass 
Part Number Core Material Max Temp 
N-78-01 Neoprene 200º F 

N-78-02 Nordel 300º F 

½” NPT Lagg Pressure/Temperature Test Plug & Cap 
Body Material: Brass 

Part Number Core Material Max Temp 
N-78L-01 Neoprene 200º F 

N-78L-02 Nordel 300º F 

► Pressure limits to 1000 PSI depending on application.  ► Cap Retainer Strap available for all sizes.
► Nordel core → blue cap ► Neoprene core → red cap
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N-76 ¼” NPT P/T Plug N-76L ¼” NPT Lagg P/T Plug

N-78 ½” NPT P/T Plug N-78L ½” NPT Lagg P/T Plug
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