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FD2290 FINISHED AREA FLOOR DRAIN

                                 TAG_______

OPTIONS:
___ -CP Chrome Plated Strainer
___ -P 1/2 [13] Trap Primer Connection
___ -PB Polished Brass Strainer
___ -R6 6 [152] Diameter Nickel Head Assembly
___ -R7 7 [178] Diameter Nickel Head Assembly
___ -R8 8 [203] Diameter Nickel Head Assembly
___ -VP Vandal Proof

Rev. B Date: 07/11/11 C.N. No. 121547
Dwg. No. 63760 Product No. FD2290

Typical Installation

FD2290 Adjustable Finished Area Floor Drain
Recommended for finished floor areas where a
membrane is generally used. This drain is
designed for foot traffic and light cart applications.
Complete with cast iron body, clamp collar and
adjustable nickel bronze strainer assembly.

___  FD2290-NH2

___  FD2290-NH3

___  FD2290-NH4
___  FD2290-PO2

___  FD2290-PO3

___  FD2290-PO4

Product 'A' Connections

2 [51] No-Hub

'E'
Body

Height

3-1/8 [79]

3 [76] No-Hub 3-1/8 [79]
4 [102] No-Hub 3-1/8 [79]
2 [51] Push-On

3 [76] Push-On
4 [102] Push-On

3-5/8 [92]
3-5/8 [92]

3-5/8 [92]

Great Open
Area

Sq. In [cm²]

7 [45]
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