
 SECTION 7  FLANGES, FLANGE UNIONS, COMPANION FLANGES, FLANGED FITTINGS

 Material: ASTM A126 

 Dimensions: ANSI / ASME B16.1 
  ANSI / ASME B1.20.1 
 Pressure ANSI/ASME B16.1
 Ratings:  

 Coatings: ASTM A153 
  ASTM B633 

 Additional UL, ULC AND FM, where applicable
 Specifications: 
  

Metalfit flanged fitting made in North America.
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1 4.25 0.44 1.94 0.69 1.00 0.38 3.12 0.62 4 0.50 2.00

1 1/4 4.62 0.50 2.31 0.81 1.25 0.44 3.50 0.62 4 0.50 2.00

1 1/2 5.00 0.56 2.56 0.88 1.50 0.50 3.88 0.62 4 0.50 2.00

2 6.00 0.62 3.06 1.00 2.00 0.56 4.75 0.75 4 0.62 2.50

2 1/2 7.00 0.69 3.56 1.12 2.50 0.63 5.50 0.75 4 0.62 2.50

3 7.50 0.75 4.25 1.19 3.00 0.69 6.00 0.75 4 0.62 2.50

3 1/2 8.50 0.81 4.81 1.25 3.50 0.75 7.00 0.75 8 0.62 3.00

4 9.00 0.94 5.31 1.31 4.00 0.88 7.50 0.75 8 0.62 3.00

5 10.00 0.94 6.44 1.44 5.00 0.88 8.50 0.88 8 0.75 3.00

6 11.00 1.00 7.56 1.56 6.00 0.94 9.50 0.88 8 0.75 3.50

8 13.50 1.12 9.96 1.75 8.00 1.06 11.75 0.88 8 0.75 3.50

10 16.00 1.19 11.94 1.94 10.00 1.12 14.25 1.00 12 0.88 4.00

12 19.00 1.25 14.06 2.19 12.00 0.81 17.00 1.00 12 0.88 4.00

WARD flange components are made with high quality iron 
and are designed to handle the tough service that flange 
components normally experience. Precision machining 
and thread chamfering allow WARD flange components 
to be easily installed. Most importantly, quality is built 
into the design, material and manufacturing of each of 
WARD’s flange components.

Cast Iron flanges may have either a black or galvanized 
finish.
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CAST IRON FLANGED REDUCING TEE CLASS 125 

NPS
Center

 to Face
A

Outside 
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Thickness
of Flange
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Thickness
of Flange
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Thickness
of Flange
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3 x 3 x 4 5.500 7.500 7.500 9.000 0.750 0.750 0.940 

3 x 3 x 2 1/2 5.500 7.500 7.500 7.000 0.750 0.750 0.690 

3 x 3 x 2 5.500 7.500 7.500 6.000 0.750 0.750 0.620 

4 x 3 x 4 6.500 9.000 7.500 9.000 0.940 0.750 0.940 

4 x 3 x 3 6.500 9.000 7.500 7.500 0.940 0.750 0.750 

4 x 2 x 4 6.500 9.000 6.000 9.000 0.940 0.620 0.940 

4 x 4 x 6 8.000 9.000 9.000 11.000 0.940 0.940 1.000 

4 x 4 x 3 6.500 9.000 9.000 7.000 0.940 0.940 0.750 

4 x 4 x 2 1/2 6.500 9.000 9.000 7.000 0.940 0.940 0.690 

4 x 4 x 2 6.500 9.000 9.000 6.000 0.940 0.940 0.620 

6 x 4 x 6 8.000 11.000 9.000 11.000 1.000 0.940 1.000 

6 x 4 x 4 8.000 11.000 9.000 9.000 1.000 0.940 0.940 

6 x 4 x 3 8.000 11.000 9.000 7.000 1.000 0.940 0.750 

6 X 3 X 6 8.000 11.000 7.000 11.000 1.000 0.750 1.000 

6 x 6 x 8 9.000 11.000 11.000 13.500 1.000 1.000 1.120 

6 x 6 x 4 8.000 11.000 11.000 9.000 1.000 1.000 0.940 

6 x 6 x 3 8.000 11.000 11.000 7.500 1.000 1.000 0.750 

6 x 6 x 2 1/2 8.000 11.000 11.000 7.000 1.000 1.000 0.690 

6 x 6 x 2 8.000 11.000 11.000 6.000 1.000 1.000 0.620 

8 x 6 x 8 9.000 13.500 11.000 13.500 1.120 1.000 1.120 

8 x 6 x 6 9.000 13.500 11.000 11.000 1.120 1.000 1.000 

8 x 6 x 4 9.000 13.500 11.000 9.000 1.120 1.000 0.940 

8 x 4 x 8 9.000 13.500 9.000 13.500 1.120 0.940 1.120 

8 x 8 x 10 11.000 13.500 13.500 16.000 1.120 1.120 1.190 

8 x 8 x 6 9.000 13.500 13.500 11.000 1.120 1.120 1.000 

8 x 8 x 4 9.000 13.500 13.500 9.000 1.120 1.120 0.940 

8 x 8 x 3 9.000 13.500 13.500 7.500 1.120 1.120 0.750 

10 x 8 x 10 11.000 16.000 13.500 16.000 1.190 1.120 1.190 

10 x 8 x 8 11.000 16.000 13.500 13.500 1.190 1.120 1.120 

10 x 8 x 6 11.000 16.000 13.500 11.000 1.190 1.120 1.000 

10 x 6 x 10 11.000 16.000 11.000 19.000 1.190 1.000 1.190 

10 x 10 x 12 12.000 16.000 16.000 19.000 1.190 1.190 1.250 

10 x 10 x 8 11.000 16.000 16.000 13.500 1.190 1.190 1.120 

10 x 10 x 6 11.000 16.000 16.000 11.000 1.190 1.190 1.000 

10 x 10 x 4 11.000 16.000 16.000 9.000 1.190 1.190 0.940 

10 x10 x 3 11.000 16.000 16.000 7.000 1.190 1.190 0.750 

10 x 10 x 2 1/2 11.000 16.000 16.000 7.000 1.190 1.190 0.690 

12 x 10 x 12 12.000 19.000 16.000 19.000 1.250 1.190 1.250 

12 x 10 x 10 12.000 19.000 16.000 16.000 1.250 1.190 1.190 

12 x 12 x 10 12.000 19.000 19.000 16.000 1.250 1.250 1.190 

12 x 12 x 8 12.000 19.000 19.000 13.500 1.250 1.250 1.120 

12 x 12 x 6 12.000 19.000 19.000 11.000 1.250 1.250 1.000 

12 x 12 x 4 12.000 19.000 19.000 9.000 1.250 1.250 0.940 

12 x 12 x 3 12.000 19.000 19.000 7.000 1.250 1.250 0.750 
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All information contained within this document is intended for the sole use of Ward Manufacturing
and may not be released, used, copied, or distributed without the express written permission of ...

WARD MANUFACTURING LLC
BLOSSBURG, PA. 16912, USA

(570) 638-2131
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DATE DESCRIPTION APR

PART NO.:

REV.

XX-XXXXXXXXX

E.C.O. #

NEW SOLIDWORKS DRAWING01 XXX

ANGULARITY: ±1

SURFACE FINISH:
63

±.031 FOR THE FIRST INCH,
AND AN ADDITIONAL ±.005 

FOR EACH ADDITIONAL INCH

DECIMAL PLACE:
.X     ±.03
.XX   ±.01
.XXX ±.005

AS-CAST SURFACES MACHINED SURFACES
UN THREADS - EXTERNAL: CLASS 2A, INTERNAL: CLASS 2B

TOLERANCES AND SPECIFICATIONS
UNLESS OTHERWISE NOTED:

THIS IS A CAD DRAWING,
DO NOT ADD HAND WRITTEN EDITS

XX/XX/XX

1 OF 1 B

ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE NOTED
DRAWN IN ACCORDANCE WITH ASME Y14.5

BREAK ALL SHARP CORNERS AND REMOVE ALL BURRS
DRAFT ANGLE IS 2° UNLESS NOTED OTHERWISE

THREADS:

REV.

Metalfit flanged reducing tee made in North America.
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