


INSTALLATION
10. Drill pilot holes in the locations marked in the previous step.

11. Reinsert the deadbolt latch bolt and attach the face plate with 
the provided mounting hardware.

12. Repeat the previous steps for the handle face plate (D) and 
latch bolt.

13. Push the handle latch bolt in and insert the spindle (E) through 
the latch bolt mechanism so that the split in the spindle is in the 
center of the latch bolt. Turn the spindle in the latch bolt to make 
sure the spindle engages the latch bolt (F).

14. To attach the mounting tubes (G), thread the short hex 
screws (H) onto the two exterior escutcheon holes (I) and
tighten with a hex wrench to secure.

15. Thread the mounting tubes (G) onto the hex screws and 
tighten (J).

16. Insert the deadbolt cylinder (K) into the exterior escutcheon. 
Make sure the cylinder tail piece is vertical. Push the deadbolt 
latch bolt in and fit the exterior escutcheon onto the door, 
keeping the tail piece vertical and making sure to fit the exterior 
handle over the spindle.

17. Hold the interior mounting plate (L) in place with the deadbolt 
cylinder in the center hole and attach to the door with the 
provided mounting hardware (M).

18. Place the interior escutcheon on the door with the door knob 
over the spindle. The deadbolt cylinder tail piece fits into the slot 
on the interior escutcheon.

19. Hand-thread the long mounting screws (N) through the 
interior escutcheon into the mounting tubes attached in step
10. Tighten firmly with a screwdriver.

20. Check both latch bolts to make sure they are functioning 
correctly. If necessary, unscrew the escutcheons to adjust.
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INSTALLATION
21. Attach the decorative support screw (O) to the mounting 
tube at the bottom of the exterior escutcheon. Tighten to secure.

22. To install the strike plates (P), mark the end of the latch bolts 
with lipstick or paint. Close the door, and turn the deadbolt and 
handle several times to mark the door frame.

23. Use the marks to position the strike plate template. Mark and 
drill the mounting holes in the door frame according to the depth 
specified on the template.

24. Chisel out the strike plate area as necessary so that the plate 
fits flush with the door frame.

25. Secure the strike plates to the door frame with provided 
mounting hardware.
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