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Drywall Screws 

Black Phosphate
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Drywall Screws, Bugle Head, Phillips Drive, Coarse / Fine Thread

Coarse Thread
Nominal Drive

Size Size Max Min Max Min Max Min
6-9 2 8.50 8.00 4.05 3.80 2.45 2.20
7 9 2 8 50 8 00 4 30 4 00 2 70 2 50

A D d

7-9 2 8.50 8.00 4.30 4.00 2.70 2.50
8-9 2 8.50 8.00 4.60 4.30 2.90 2.60
9-9 2 9.00 8.50 4.90 4.60 3.10 2.90

10-8 2 9.00 8.50 5.35 5.00 3.50 3.15

Fine Thread
Nominal Drive A D dNominal Drive

Size Size Max Min Max Min Max Min
6-18 2 8.50 8.00 3.80 3.55 2.50 2.30
7-16 2 8.50 8.00 4.00 3.75 2.80 2.60
8-15 2 8.50 8.00 4.30 4.00 2.90 2.70
9-15 2 9.00 8.50 4.70 4.30 3.10 2.90

10-14 2 9.00 8.50 4.95 4.70 3.45 3.25

Specification Requirements:

·Dimensions: per print
·Material & Mechanical Properties: C1022, Case Hardened

Material & Mechanical Properties: Low carbon steel

Performance: ASTM C1002

Thread Requirements: ASME B18.6.1   

Finish: Black Phosphate: 48 hours to red rust     
 

SKU Nominal 
Size Head Drive 

Type

L
Thread 
Type Pack QtyLength 

(in)
FNWDWSCB61

#6

Bugle Phillips 1 Coarse 1 lb.
FNWDWSCB6118 Bugle Phillips 1-1/8 Coarse 1 lb.
FNWDWSCB6114 Bugle Phillips 1-1/4 Coarse 1 lb.
FNWDWSCB6158 Bugle Phillips 1-5/8 Coarse 1 lb.
FNWDWSFB6158 Bugle Phillips 1-5/8 Fine 1 lb.
FNWDWSCB62 Bugle Phillips 2 Coarse 1 lb.
FNWDWSFB62 Bugle Phillips 2 Fine 1 lb.
FNWDWSCB8212

#8

Bugle Phillips 2-1/2 Coarse 1 lb.
FNWDWSFB8212 Bugle Phillips 2-1/2 Fine 1 lb.
FNWDWSCB83 Bugle Phillips 3 Coarse 1 lb.
FNWDWSFB83 Bugle Phillips 3 Fine 1 lb.




