
Schedule 40 Fittings Technical
Schedule 40 Fittings Dimensions & Information

Female Adapter
Socket x Fipt

(Continued)

Female Adapter - Special 
Reinforced
Socket x SR Fipt - Stainless Steel Collar
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Part Number Size L M N
Approx. Wt.

(Lbs.)
435-050 5 5- 1/16 6- 5/16 3/16 1.46
435-060 6 5- 3/4 7- 3/16 5/16 2.10
435-080 8 6-15/16 9- 3/8 7/16 3.87

435-100F* 10 10- 1/4 11-15/16 3 10.88

435-120F* 12 11-1/2 14- 1/8 3 16.20
"D" prefix indicates Deep Socket Adapter
* Fabricated

Part Number Size L M M1 N
Approx. Wt.

(Lbs.)
435-002SR 1/4 1- 5/16 13/16 13/16 5/32 .02
435-003SR 3/8 1- 7/16 15/16 15/16 1/16 .03
435-005SR 1/2 1-23/32 1- 3/16 1- 3/16 3/32 .06
435-007SR 3/4 1- 7/8 1-13/32 1- 3/8 3/32 .07
435-010SR 1 2- 1/8 1- 3/4 1- 3/4 1/8 .12
435-012SR 1-1/4 2- 5/16 2- 3/32 2- 3/32 1/8 .18
435-015SR 1-1/2 2- 7/16 2- 7/16 2- 7/16 1/8 .27
435-020SR 2 2-11/16 3 3 1/4 .43
435-025SR 2-1/2 3- 1/4 3- 9/16 3- 9/16 1/4 .66
435-030SR 3 3- 1/2 4- 9/32 4- 5/16 5/16 .96
435-040SR 4 3-15/16 5- 7/32 5- 7/32 3/16 1.37


