
Schedule 40 Fittings Technical
Schedule 40 Fittings Dimensions & Information

Plug
Spigot

Plug - Counter Sunk
Spigot
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Part Number Size L
Approx. Wt.

(Lbs.)
449-003 3/8 31/32 .01
449-005 1/2 7/8 .01
449-007 3/4 1- 1/8 .02
449-010 1 1- 3/8 .04
449-012 1-1/4 1-17/32 .08
449-015 1-1/2 1- 5/8 .10
449-020 2 1- 3/4 .16
449-025 2-1/2 2- 3/8 .34
449-030 3 2- 3/32 .38
449-040 4 2- 5/8 .76
449-060 6 3- 1/2 1.74

449-060F4* 6 10-1/4 4.85

449-080F4* 8 11-13/16 8.83

449-100F4* 10 11- 1/4 11.98

449-120F4* 12 13- 7/8 18.15

449-140F4* 14 15- 3/8 23.71

449-160F4* 16 18 32.07

449-180F4* 18 19 44.05

449-200F4* 20 23- 1/4 68.13

449-240F4* 24 27- 1/8 105.12
4 Plug fabricated using Cap and pipe spigot.
* Fabricated

Part Number Size L
Approx. Wt.

(Lbs.)
449-007CS 3/4 1- 1/4 .03
449-010CS 1 1- 5/32 .05


