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Warranty and Codes
This PROFLO product carries a 1-year limited warranty.

Product Features
 ∙ For cold water use only
 ∙ Iron pipe size
 ∙ Working Non-Shock Pressure: 150 psi @ 73°F
 ∙ Media Temperature Range: 32°F – 140°F
 ∙ Material: PVC
 ∙ Pipe ends must be restrained
 ∙ Not for use with compressed air or gases 

PFPCCN SERIES
PVC Compression Couplings

PFPCCND

Specifications

No. Part Material Pieces

1 Body UPVC 1

2 Union Nut UPVC 2

3 Seat NR 2

Dimensions (inches)
Model No. Nom. Size D d1 d2 L

PFPCCND 1/2 1.717 0.843 0.894 4.820

PFPCCNF 3/4 1.929 1.051 1.091 5.039

PFPCCNG 1 2.244 1.319 1.374 5.236

PFPCCNH 1-1/4 2.634 1.661 1.705 5.945

PFPCCNJ 1-1/2 2.882 1.902 1.937 6.614

PFPCCNK 2 3.488 2.374 2.512 7.220

PFPCCNL 2-1/2 4.331 2.882 3.024 9.802

PFPCCNM 3 5.118 3.508 3.638 11.156

PFPCCNP 4 6.319 4.508 4.579 12.205


