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COMBINATION WRENCHES

INCH 6 6 12 12 12
1/4 J1208H-T500 J1208HA J1208-T500* J1208A J1208BA* 19/64 39/64 1/4 27/64 15/64 4-7/8 0.04

9/32 – – J1209-T500* J1209A – 23/64 41/64 3/16 29/64 7/32 5-5/32 0.06

5/16 J1210H-T500 J1210HA J1210-T500* J1210A J1210BA* 3/8 45/64 9/32 33/64 17/64 5-3/8 0.08

11/32 J1211H-T500 J1211HA J1211-T500* J1211A J1211BA* 13/32 25/32 3/16 17/32 7/32 5-5/8 0.08

3/8 J1212H-T500 J1212HASD J1212-T500* J1212ASD J1212BASD* 13/32 13/16 3/16 39/64 5/16 6 0.11

7/16 J1214H-T500 J1214HASD J1214-T500* J1214ASD J1214BASD* 17/32 15/16 7/32 43/64 17/64 6-1/4 0.14

1/2 J1216H-T500 J1216HASD J1216-T500* J1216ASD J1216BASD* 39/64 1-5/16 1/4 49/64 11/32 8 0.18

9/16 J1218H-T500 J1218HASD J1218-T500* J1218ASD J1218BASD* 11/16 1-3/16 3/8 3/4 23/64 8-7/8 0.21

5/8 J1220H-T500 J1220HASD J1220-T500* J1220ASD J1220BASD* 3/4 1-21/64 19/64 55/64 13/32 8-5/8 0.29

11/16 J1222H-T500 J1222HASD J1222-T500* J1222ASD J1222BASD* 13/16 1-29/64 5/16 61/64 7/16 9-13/32 0.35

3/4 J1224H-T500 J1224HASD J1224-T500* J1224ASD J1224BASD* 57/64 1-37/64 11/32 1-3/32 15/32 10-1/8 0.41

13/16 J1226H-T500 J1226HASD J1226-T500* J1226ASD J1226BASD* 31/32 1-11/16 23/64 1-11/64 1/2 11-7/8 0.54

7/8 J1228H-T500 J1228HASD J1228-T500* J1228ASD J1228BASD* 1-1/16 1-13/16 17/32 1-1/4 33/64 12-1/2 0.65

15/16 J1230H-T500 J1230HASD J1230-T500* J1230ASD J1230BASD* 1-1/8 1-29/32 19/32 1-27/64 37/64 13-1/4 0.74

1 J1232H-T500 J1232HASD J1232-T500* J1232ASD J1232BASD* 1-13/64 2-1/64 19/32 1-13/32 47/64 12-7/8 0.95

1-1/16 J1234H-T500 J1234HASD J1234-T500* J1234ASD J1234BASD* 1-9/32 2-9/64 5/8 1-31/64 39/64 15-1/4 1.13

1-1/8 J1236H-T500 J1236HASD J1236-T500* J1236ASD J1236BASD* 1-23/64 2-17/64 21/32 1-21/32 41/64 14-7/8 1.38

1-3/16 J1238H-T500 J1238HASD J1238-T500* J1238ASD J1238BASD* 1 23/64 2 25/64 3/4 1 21/32 23/64 15-7/8 1.54

1-1/4 J1240H-T500 J1240HASD J1240-T500* J1240ASD J1240BASD* 1-1/2 2-33/64 23/32 1-3/4 47/64 16-7/8 1.89

1-5/16 – – J1242-T500 J1242 J1242B 1-37/64 2-41/64 3/4 1-27/32 3/4 17-5/8 2.15

1-3/8 – – J1244-T500 J1244 J1244B 1-21/32 2-49/64 35/64 1-15/16 25/32 18-1/2 2.34

1-7/16 – – J1246-T500 J1246 J1246B 1-47/64 2-57/64 13/16 2-3/64 51/64 19-3/8 2.67

1-1/2 – – J1248-T500 J1248 J1248B 1-51/64 3-1/64 27/32 2-1/8 53/64 20-1/4 3.18

1-9/16 – – J1250-T500 J1250 J1250B 1.795 5-63/64 39/64 2-9/64 13/16 20-5/16 3.18

1-5/8 – – J1252-T500 J1252 J1252B 2.015 3-25/64 1/16 2.4235 29/32 23 4.68

1-11/16 – – – J1254 J1254B 1-63/64 3-25/64 21/32 2-13/32 29/32 23 4.74

1-3/4 – – – J1256 J1256B 2-11/64 3-41/64 45/64 2-39/64 31/32 25 5.64

1-13/16 – – – J1258 J1258B 2-11/64 3-41/64 45/64 2-39/64 31/32 25 5.64

1-7/8 – – – J1260 J1260B 2-25/64 4-1/64 49/64 2-57/64 1-1/16 28 7.46

2 – – – J1264 J1264B 2-25/64 4-1/64 49/64 2-57/64 11/16 28 7.35

2-1/16 – – – J1266 – 2-45/64 4-33/64 27/32 3-1/4 13/16 29-1/2 9.88

2-1/8 – – – J1268 – 2-45/64 4-33/64 27/32 3-1/4 13/16 29-1/2 9.74

2-3/16 – – – J1270 – 2-45/64 4-33/64 27/32 3-1/4 1-3/16 29-1/2 9.45

2-1/4 – – – J1272 – 2-45/64 4-33/64 27/32 3-1/4 1-3/16 29-1/2 8.25

2-3/8 – – – J1276 – 2-55/64 5 31/32 3-5/8 1-5/16 31-1/2 13.12

2-1/2 – – – J1280 – 3 5 31/32 3-5/8 1-5/16 31-1/2 12.49

2-9/16 – – – J1282 – 2-1/2 4-1/2 1 3-5/8 1-1/2 29-3/4 13.00

2-5/8 – – – J1284 – 2-5/8 4-3/4 1 3-3/4 1-11/16 29-3/4 13.00

2-3/4 – – – J1288 – 2-9/16 4-3/4 1 3-3/4 1-11/16 29-3/4 13.00

2-13/16 – – – – J1290 2-15/16 5-1/2 1-1/8 4-1/4 1-1/2 34 18.00

2-7/8 – – – – J1292 2-7/8 5-1/2 1-1/8 4-3/4 1-7/16 34 18.00

2-15/16 – – – – J1294 2-15/16 5-1/2 1-1/8 4-3/4 1-1/2 34 18.00

3 – – – – J1296 2-15/16 5-1/2 1-1/8 4-3/4 1-1/2 34 18.00

3-1/8 – – – – J12100 2-7/8 5-1/2 1-1/8 4-3/4 1-1/2 34 18.00

3-1/4 – – – – J12104 4 7 1-11/16 5-1/2 2 37 35.00

3-1/2 – – – – J12112 3-7/8 7 1-5/8 5-7/8 2-1/8 37 35.00

3-3/4 – – – – J12120 3-3/4 7 1-3/4 6-1/8 2-1/4 37 35.00

3-7/8 – – – – J12124 3-3/4 7 1-5/8 6-1/8 2-1/4 37 35.00
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 > Satin and Black Oxide finish meets ASME B107.100-2010 only.
 > Anti-Slip Design (ASD) open end.
 > Fractional sizes 11/32" and smaller and sizes 1-5/16" and larger do not have the ASD feature.
 > Box ends incorporate the TorquePlus™ system.
 > Box end is countersunk for easy application to the fastener.




