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Webbing
Ultimate Strength* (lbs.)

Working Load Limit (lbs.)

Series 1,000
1" Wide Polyester

2,100-lbs. with Ratchet** / 1,000-lbs. with Cam

Buckle
Part No.

10' Length
Part No.

15' Length
Weight (lbs.)

Flat Hook **
Ratchet 60102 6A102 1.1

Cam 60110 6A110 .7

Stamped Snap Hook
Ratchet 60104 6A104 1.5

Cam 60113 6A113 1.0

U-Hook
Ratchet 60101 6A101 1.1

Cam 60109 6A109 .7

Hook & Keeper
Ratchet 60105 6A105 1.5

Cam 60114 6A114 1.1

Open Hook (PE Coated or Zinc Plated)

(PE	Coated	Hook	shown)

Ratchet
PE	Hook

60103 6A103 1.7

Ratchet
ZP Hook

60106 6A106 1.6

Cam
PE	Hook

60111 6A111 1.3

Cam 
ZP Hook

60112 6A112 1.2

Type A (Endless)

(Series	1,000	Cam	Buckle	shown)

Ratchet 60107 6A107 .9

Cam 60108 6A108 .5

*  Ultimate strength of assembly when new.

Our New 1" X 12' Retractable 
Ratchet Tiedown Assembly in a 
convenient 2-Pack.  

Both assemblies have 
  PE coated open hooks.

POPULAR RETRACTABLE

1" TIEDOWN ASSEMBLIES

1" Cam 
Buckle

1" Ratchet

330-lbs. with Cam700-lbs. with Ratchet**

1" X 15'  Ratchet Tiedown 
Assembly: 16-pc. Display Box

Part No. 6A103B

Part No. 60203

Exception: Series 1,000 Ratchet Assembly with Flat Hooks, Ultimate Strength is 1,000-lbs. and Working Load Limit is 330-lbs. **
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Camo Edition Part No. 60206


