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(1, 2) INTEGRATED DUCTILE IRON
FRAME & GRATE TO MATCH BASIN O.D. if
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INVERT AOOORDINO TO MANUFACTURER ”‘*"/” LOADING, & OTHER APPLICABLE DEsIGN FACTORS.
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TRAFFIC LOADS: CONCRETE SLAB DIMENSIONS ARE FOR GUIDELINE
MINIMUM PIPE BURIAL PURPOSES ONLY. ACTUAL CONCRETE SLAB MUST BE DESIGNED

DEPTI'I PER PIPE K J TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS, TRAFFIC

(3) VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE:
4" - 15" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL,
ADS/HANCOR SINGLE WALL), N-12 HP, PVC SEWER (EX: SDR 35),
PVC DWV (EX: SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC
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GRATE oPTI0Ns | LOAD RATING | PART# | DRAW|NG#THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER

GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I /\\/S//7Q/a \’/¢\‘, PEDESTRIAN I MEETS H-10 I 1599CGP I 7001-110-207
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CLASS II, OR CLASS III MATERIAL AS DEFINED IN ASTM D2321. \ *4//\//\ /
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>< STANDARD I MEETS H-20 1599CGS I 7001-110-208/i // //22/0 \\/ /RbBEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE / \\><\>¢ SOLID COVER MEETS H-20 1599CGC I 7001-110-209
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1599CGPB | 7001-110-210
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321. \\ , DOME N/A 1599CGD I 7001-110-211

DROP IN GRATE LIGHT DUTY 1501 DI I 7001-110-073

GRATES/SOLID COVER SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05,WTTH THE EXOERTTON OE THE BRONZE ORATE THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH DRAWN av EBC MATERIAL
FRAMES SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05. NYI-OPIAST PAS PROPRIETARY RISI'ITS- TI'IE REOEIPT
DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO OR POSSESSION OE TI'IIS PRINT DOES NOT SONEERI DATE D4-°3-‘I6
ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL). TRANSFER‘ OR I-IOENSE TI'IE USE OE THE DESION OR
N42 HP & PVC SEWER TECHNICAL INFORMATION SHOWN HEREIN REWSED BY NMH PROJECT NOJNAME Z3anQ
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‘ REPRODUCTION OF THIS PRINT OR ANY INFORMATIONDIMEN I N AREF RREFEREN E NLY. A T AL DIMEN I N MAYVARY. TITLEPO P O C O P U so P CONTAINED HEREIN OR MANUFACTURE OF ANYDIMENSIONS ARE IN INCHES ARTTOLE HEREEROH EOR THE OTOOLOOORE TO OTHERS DATE D3-15-16 15 IN INLINE DRAIN QUICK SPEC INsTALLATIoN DETAIL
SEE DRAWING NO. 7001-110-275 FOR ADS N-12 & HANCOR DUAL WALL BELL ’
INFORMATION & DRAWING NO. 7001-110-364 FOR N-12 HP BELL INFORMATION. IS EORDIDDENI EXOEPT DY SPEOIEIO WRITTEN DWG SEE A SCALE 1,20 SHEET 1 OF 1 DWG NO_ 7003_11o_m REV EPERMISSION FROM NYLOPLAST. ©2013 NYLOPLAST


