
8 CORDLESS POWER TOOLS

CORDLESS POWER TOOLS

IMPACT 
WRENCHES

IMPACT DRIVERS

 18V XRPTM Lithium Ion 1/2"  
(13 mm) Impact Wrench Kit

SPECIFICATIONS DC800KL DCF889M2 DCF889B DCF889HM2
Volts 36V 20V MAX* 20V MAX* 20V MAX*

Drive Size 1/2" Square w/ detent pin anvil 1/2" Square w/ detent pin anvil 1/2" Square w/ detent pin anvil 1/2" Square w/ hog ring anvil

Max Torque (in-lbs) 3,900 in-lbs 4,800 in-lbs 4,800 in-lbs 4,800 in-lbs

Max Torque (ft-lbs) 325 ft-lbs 400 ft-lbs 400 ft-lbs 400 ft-lbs

No Load Speed 1,400 rpm 0-1,500 rpm 0-1,500 rpm 0-1,500 rpm

Impacts/Minute 2,500 ipm 0-2,300 ipm 0-2,300 ipm 0-2,300 ipm

Switch Rocker Variable Speed Variable Speed Variable Speed

Weight 7.5 lbs 6.7 lbs 5.3 lbs (tool only) 6.7 lbs 

Tool Length 10-3/4" 10-3/4" 10-3/4" 10-3/4"

Charger/Batteries 1-Hour Charger / (2) 36V Lithium Ion Fast Charger / (2) 20V MAX* 

XR Lithium Ion (4.0  Ah)

Sold Separately Fast Charger / (2) 20V MAX* 

XR Lithium Ion (4.0  Ah)

SPECIFICATIONS DCF059KL DW059K-2 DW059B DW059HK-2
Volts 18V 18V 18V 18V

Drive Size 1/2" Square w/ detent pin anvil 1/2" Square w/ detent pin anvil 1/2" Square w/ detent pin anvil 1/2" Square w/ hog ring anvil

Max Torque (in-lbs) 3,600 in-lbs 3,600 in-lbs 3,600 in-lbs 3,600 in-lbs

Max Torque (ft-lbs) 300 ft-lbs 300 ft-lbs 300 ft-lbs 300 ft-lbs

No Load Speed 0-1,650 rpm 1,650 rpm 1,650 rpm 1,650 rpm

Impacts/Minute 0-2,600 ipm 2,600 ipm 2,600 ipm 2,600 ipm

Switch Rocker Rocker Rocker Rocker

Weight 6.1 lbs 7.5 lbs 5.3 lbs (tool only) 7.5 lbs

Tool Length 10-3/4" 10-3/4" 10-3/4" 10-3/4"

Charger/Batteries 1-Hour NiCd/NiMH/Li-Ion Charger /  

(2) 18V XRP™ Lithium Ion

1-Hour Charger / (2) 18V XRP™ Sold Separately 1-Hour Charger / (2) 18V XRP™

36V Lithium Ion 1/2" (13 mm)  
Impact Wrench Kit

18V XRPTM 1/2" (13 mm) High 
Torque Impact Wrench Kit  

with Hog Ring Anvil

 18V XRPTM 1/2" (13 mm) High 
Torque Impact Wrench Kit  

with Detent Pin Anvil

18V 1/2" (13 mm) High Torque 
Impact Wrench with  

Detent Pin Anvil (Tool Only)

SPECIFICATIONS DC825B DC835KA DCF815S2 DC845KA
Volts 18V 14.4V 12V MAX* 12V

Drive Size 1/4" Hex shank quick release 1/4" Hex shank quick release 1-Handed loading, 1/4" hex chuck 1/4" Hex shank quick release

No Load Speed 0-2,400 rpm 0-2,400 rpm 0-2,450 rpm 0-2,400 rpm

Impacts/Min 0-2,700 ipm 0-2,700 ipm 0-3,400 ipm 0-2,700 ipm

Max Torque (in-lbs) 1,330 in-lbs 1,240 in-lbs 950 in-lbs 1,150 in-lbs

Max Torque (ft-lbs) 111 ft-lbs 103 ft-lbs 79 ft-lbs 96 ft-lbs

Tool Length 5-3/4" 5-3/4" 6-1/4" 5-3/4"

LEDs 1 1 3 1

Weight 2.2 lbs (tool only) 3.9 lbs 2.3 lbs 3.6 lbs

Charger/Batteries Sold Separately 1-Hour Charger / (2) 14.4V XRP™ Fast Charger / (2) 12V MAX* 

Lithium Ion

1-Hour Charger / (2) 12V XRP™

Includes – – (1) Belt hook –

12V XRPTM 1/4" (6.35 mm) 
Impact Driver Kit

14.4V XRPTM 1/4" (6.35 mm)   
Impact Driver Kit

12V MAX* Lithium Ion  
1/4" (6.35 mm) Impact Driver Kit

18V 1/4" (6.35 mm)   
Impact Driver (Tool Only)

20V MAX* Lithium Ion 1/2" (13 mm) 
 Impact Wrench Kit with Detent 

Pin Anvil

20V MAX* 1/2" (13 mm) Impact 
Wrench with Detent Pin Anvil  

(Tool Only)
20V MAX* Lithium Ion 1/2" (13 mm) 

Impact Wrench Kit with Hog Ring Anvil


