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DEWATERING EQUIPMENT

MODEL SUCTION & DISCHARGE 
IN (MM)

GPM
(LPM)

MAX 
HEAD FT (M)

MAX SOLIDS  
IN (MM)

ENGINE HP 
(KW)1

WEIGHT  
LBS (KG)

GASOLINE ENGINES

QP2TH 2x2 (51x51) 211 (800) 98 (30) 1.0 (25.4) HONDA 4.8 (3.6) 96 (43.5)

QP3TH 3x3 (76x76) 396 (1,500) 95 (29) 1.5 (38.1) HONDA 7.9 (5.9) 142 (64)

QP4TH 4x4 (100x100) 555 (2,100) 92 (28) 2.0 (50.8) HONDA 10.7 (8.0) 216 (98)

DIESEL ENGINES - PIPE FRAME MODELS

QP2TK 2x2 (51x51) 172 (650) 85 (26) 1.0 (25) KUBOTA 6.0 (4.5) 157 (71)

QP3TK 3x3 (76x76) 325 (1,229) 85 (26) 1.5 (38) KUBOTA 6.0 (4.5) 176 (80)

QP4TK 4x4 (102x102) 475 (1,798) 85 (26) 2.0 (51) KUBOTA 9.5 (7.0) 286 
(130)

TRASH PUMPS
Features
•  Rugged die-cast pump casings
•  2", 3" & 4" suction/discharge
•  Ductile iron impellers
•  Silicon/carbide mechanical seals
•  Easy access clean-out covers
•  1" protective roll frame
•  Gasoline & diesel engine models
•  Handles solids up to 2" diameter
•  Optional wheel kits available

Technical specifications

1 See page 50 for details.

MODEL FUEL CAPACITY
GPM (LPM)

GPM
(LPM)

MAX 
HEAD FT (M)

MAX SOLIDS  
IN (MM)

ENGINE HP 
(KW)1

WEIGHT  
LBS (KG)

DIESEL ENGINES - TRAILER MOUNTED MODELS

QP4TKT10 1.45 (5.5) 475 (1798) 85 (26) 2.0 (51) KUBOTA 9.5 (7.0) 615 
(277)

QP4TKT16 16.0 (60.6) 475 (1798) 85 (26) 2.0 (51) KUBOTA 9.5 (7.0) 665
(302)

QP4TKT28 28.0 (106) 475 (1798) 85 (26) 2.0 (51) KUBOTA 9.5 (7.0) 735 
(333)
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