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Slide weight 
and wire-form 
stand!

Modify your original  
Malco   FBS or FBSN 
Foamboard Staplers for  
PEX to wooden sub-floor 
installation. Kit includes 
weight cylinder and easy 
instructions.  

FBSN
for in-floor radiant heating installation. Design 
includes magazine slide weight and stand.

Catalog   Stapler Size Staple Size  
Number Description in. (mm) in. (mm)

FBSN PEX to Foamboard Stapler 37 x 11-1/4 x 2-1/2 in. (940 x 286 x 64)

PEX Staples
FBSN1 1-1/2 in. (38.1 mm) staple for 1 in. (25.4 mm) foamboard  (200 qty.) — 1-1/2 (38.1)

FBSN2 2-1/2 in. (63.5 mm) staple for 2 in. (50.8 mm) foamboard (200 qty.) — 2-1/2 (63.5)

FBS1BX 1-1/2 in. (38.1 mm) box of staples for 1 in. (25.4 mm) foamboard  (300 qty.) — 1-1/2 (38.1)

FBS2BX 2-1/2 in. (63.5 mm) box of staples for 2 in. (50.8 mm) foamboard (300 qty.) — 2-1/2 (63.5)

PEX to Wood Conversion Weight Kit
PWSK1 Conversion Kit for Original FBS / FBSN Foamboard Stapler

Replacement Parts
FBSNS FBSN / PWS1 Wire-form stand *
FBSNW Magazine Slide Weight **

*    Will work with Black Magazine Slide only. 
**  Will work with any model, including original FBS

Easily secures 3/8, 1/2, & 5/8 in. (9.5, 12.7 & 15.88 mm) “PEX” to 1 or 2 in. 
(25.4 or 50.8 mm) foamboard insulation. Weight for magazine slide ensures 
smooth magazine feed and uninterrupted stapling when laying out PEX. 
Sturdy, retractable wire-form stand allows stapler to stand upright when not 
in use or when reloading staples. Compatibility: Malco Foamboard Stapler 
and Staples (FBSN, FBSN1 & FBSN2) are compatible with most popular 
brands of foamboard stapling systems. Malco 1-1/2 in. (38.1 mm) staples 
are designed for 1 in. (25.4 mm) foamboard. Additional Barbs on 2 1/2 in.  
(63.5 mm) Staple “Double the Holding Strength” in 2 in. (50.8 mm) foamboard.

Exclusive  
Foamboard Staple Design
Dual-Barbed staples increase bite and holding power to secure 3/8 in. (9.5 mm), 1/2 in. (12.7 mm) or 

5/8 in. (15.9 mm) PEX to 1 in. (25.4 mm) or 2 in. (50.8 mm) foamboard insulation.

FBSN1:  1-1/2 in. (38.1 mm) staples are designed for 1 in. (25.4 mm) foamboard.

FBSN2:  2-1/2 in. (63.5 mm) staples double the holding for 2 in. (50.8 mm) foamboard.

PEX to Foamboard Stapler

Slide Weight for  
easy feeding

Non-Jamming  
Extraction of Staples

Retractable  
wire-form stand




