
ECLIPSE #9700
Flush Dead-Ends Automatically!

• Attaches to any 2½” NST Nozzle 

•Maintain Consistently Safe Residuals

• Remove Old Water Before DBPs Form

• Flush At Night When Demand is Low

• Adjustable Flow Rates Up to 200 gpm

• Valve Rated up to 220 psi 

•Operates on 9‐volt batteries

• Lockable, Secure Aluminum Enclosure

• EPA Approved for Water Conservation

• For Use During Non‐freezing Seasons

Sizes Available
2” valve will flow approx. 150 gpm
1” valve will flow approx. 60 gpm

Standard Colors
Red & Yellow (custom colors also available)

#9700A (1”)

Approved GPR Program

Patented
# 6,820,635
# 6,048,512

2511 North 9th Street / St. Louis, MO 63102

800‐231‐3990 / www.hydrants.com / 314‐231‐2820 fax

Eclipse #9400 Series
Permanent  Flush to Ground
for Warm and Cold Climates

Eclipse #9800 Series
Permanent  Flush to  Sewer
for Warm and Cold Climates

Ask about  
our 30‐Day 

Pilot Program

See Product Video at:
www.hydrants.com



Multi‐Directional Diverter

Security Collar Locks

Dechlorination Baskets

Sampling Bibb

Water Meter Stand

Eclipse Model #9700 
Automatic Flushing Accessories


