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Check out our website at www.siouxchief.com for our current price list. Packaging: B = Bulk C = Cut Case * Individually Bar-Coded366

Shower Pan Drain
with Double Duty 

™ Test Plug
• Double Duty™ seals drain for DWV pressure 

test and shower pan water test
• Plug is easy to install and remove, eliminates 

reaching through the collar to remove test caps
• No blow-up balls, no glue-in wafers, no mechanical plugs 

After rough-in, install plug and perform 
DWV pressure test (plug will hold a 5 lb. air 
or water test). Plug can remain in place to 
prevent debris from clogging drain line.

After pan liner installation, re-install plug and perform 
pan liner test. Loosen plug to drain test water. 
Plug can remain in place until tile installation.

Align positioning lugs with 
the slot in the clamping 
collar threads and push 
plug into the collar.

Thread the plug into the 
collar hand-tight. Lugs 
ensure the o-ring is in the 
correct position to seal.

PVC 
Item No

ABS 
Item No Description

Brass 
Inserts 
in Head

Pkg Min 
Qty

Case 
Qty

DOUBLE DUTY PRESSURE & PAN TEST PLUG
821-TP Test plug for 821 series drains B* 10 10

SCREW-ON STAINLESS STEEL STRAINER—PLASTIC STRAINER RIM
821-T200P 821-T200A Plug & drain with screw-on strainer ✓ B* 10 10
821-T2P 821-T2A Plug & drain with screw-on strainer B* 10 10

SCREW-ON STAINLESS STEEL STRAINER—NO STRAINER RIM
821-T2080P 821-T2080A Plug & drain with screw-on strainer ✓ B* 20 20
821-T280P 821-T280A Plug & drain with screw-on strainer B* 10 10

SNAP-IN STAINLESS STEEL STRAINER—PLASTIC STRAINER RIM
821-T270P 821-T270A Plug & drain with snap-in strainer B* 10 10

SNAP-IN STAINLESS STEEL STRAINER—NO STRAINER RIM
821-T2780P 821-T2780A Plug & drain with snap-in strainer B* 10 10

CAST NICKEL BRONZE RING & STRAINER
821-T200PNR 821-T200ANR Plug & drain with round ring & strainer ✓ B* 5 5
821-T200PNQ 821-T200ANQ Plug & drain with square ring & strainer ✓ B* 5 5

CAST 304 STAINLESS STEEL RING & STRAINER
821-T200PSR 821-T200ASR Plug & drain with round ring & strainer ✓ B* 5 5
821-T200PSQ 821-T200ASQ Plug & drain with square ring & strainer ✓ B* 1 5

POLISHED 304 STAINLESS STEEL RING & STRAINER
821-T200PCR 821-T200ACR Plug & drain with round ring & strainer ✓ B* 5 5
821-T200PCQ 821-T200ACQ Plug & drain with square ring & strainer ✓ B* 1 5

CAST OIL-RUBBED BRONZE RING & STRAINER
821-T200PRBR 821-T200ARBR Plug & drain with round ring & strainer ✓ B* 1 5
821-T200PRBQ 821-T200ARBQ Plug & drain with square ring & strainer ✓ B* 1 5

CHROME-PLATED HEAD & STRAINER
821-T2PCP 821-T2ACP Plug & drain with round head & strainer B* 5 5
821-T2PQCP 821-T2AQCP Plug & drain with square head & strainer B* 5 5

OIL-RUBBED BRONZE HEAD & STRAINER
821-T2PRB 821-T2ARB Plug & drain with round head & strainer B* 5 5
821-T2PQRB 821-T2AQRB Plug & drain with square head & strainer B* 5 5

821-T200P

The new Round-to-Square Adapter 
easily converts 821 drains from round 

strainer to square.  
See pg 366
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