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A-7 Oil Fillet Plug

A-1 Operating Nut
A-85 Weather Seal
A-3 Hold Down Nut O-Ring
A-84 Hold Down Nut
A-5 Bonnet O-Ring
A-6 Anti-Friction Washer
A-8 Bonnet
A-9 Bonnet Bolt & Nut
A-10 Bonnet Flange Gasket/O-Ring
A-11 Upper Stem
A-12 Stem O-Rings
A-13 Bonnet Bolt and Nut
A-14 Pumper Nozzle
A-15 Pumper Nozzle Gasket
A-16 Pumper Nozzle O-Ring
A-17 Pumper Nozzle Cap
A-18 Hose Nozzle
A-19 Hose Nozzle Gasket
A-20 Hose Nozzle O-Ring
A-21 Hose Nozzle Cap

A-22 Cap Chain with Ring
A-23 Shook
A-24 Upper Barrel
A-25 Safety Stem Coupling
A-26 Safety Flange Bolt & Nut
A-27 Safety Flange Gasket/O-Ring
A-28 Safety Flange
A-29 Cotter Pin
A-30 Clevis Pin
A-31 Lower Stem
A-32 Lower Barrel
A-33 Stem Pin
A-34 Drain Valve Facing
A-35 Drain Valve Facing Screw
A-36 Upper Valve Plate

A-37 Shoe Bolt & Nut
A-38 Drain Ring Housing Gasket/O-Ring
A-39 Top Seat Ring O-Ring
A-40 Drain Ring Housing
A-42 Drain Ring
A-43 Seat Ring
A-44 Bottom Seat Ring O-Ring
A-45 Main Valve
A-46 Lower Valve Plate
A-47 Cap Nut Seal
A-48 Lock Washer
A-49 Lower Valve Plate Nut

A-50 Shoe
A-51 Hydrant Lubricating Oil

Cross section rotated to view oil plug.

Not Shown: A-2 and A-41
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1975 - 2002
4-1/2” and 5-1/4”

2003 - Present
4-1/2” and 5-1/4”

A-21 Hose Nozzle Cap - 2 1/2” NST 1 1/2” Pent  
(Contact Customer Service for other thread gauges.) 158661 – 75298 158661 – 75298

A-22 Cap chain with ring 142987

A-23 Chain “S” hook 147738

A-24 Upper Barrel less Nozzles
(Contact Customer Service)

A-25 Stainless steel safety coupling 190350

A-26 Safety flange bolt and nut (8 required) 280009 (4-1/2”)
280016 (5-1/4”)

1975 - 1996
(Paper Gasket)

1975 - 1996
(Triple Seal Gasket) 1997 - Present

A-27

Safety flange gasket
199004 (4-1/2”) 148726 (4-1/2”) -

198358 (5-1/4”) 148725 (5-1/4”) -

Safety flange O-ring
- - 190348 (4-1/2”)

- - 190349 (5-1/4”)

1997 - Present

A-28 Safety flange
175284-1 (4-1/2”)

175211-1 (5-1/4”)

A-29 Cotter pin (2 required) 195235 (4-1/2” & 5-1/4”)

A-30 Clevis pin (2 required) 195234
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