
C110 Flanged Fittings

2-64in C110 CAST IRON/DUCTILE IRON FLANGED FITTINGS
BASIC SPECIFICATIONS

MATERIAL: Ductile Iron ASTM A536 Grade 60-42-10, 65-45-12 or 70-50-05.

PRESSURE: 250 PSI Water Working Pressure for Cast Iron sizes 2” - 12”
250 PSI Water Working Pressure for Ductile Iron sizes 2” - 48”
150 PSI Water Working Pressure for Ductile Iron sizes 54” - 64”
150 PSI Water Working Pressure for Cast Iron sizes 14” - 54”

TESTING: In accordance with ANSI / AWWA C110 / A21.10 where applicable.
Other items are in accordance with manufacturer’s standards.
54” and above Flanged Fittings are manufactured as per AWWA C153/A21.53

LAYING LENGTH: In accordance with ANSI / AWWA C110 / A21.10 where applicable.
Other items are in accordance with manufacturer’s standards.
54” and above Flanged Fittings are manufactured as per AWWA C153/A21.53

CEMENT LINING: In accordance with ANSI / AWWA C104 / A21.4

COATING: Tar coated (bituminous) inside in accordance with ANSI / AWWA C104 / A21.04
Red Primer Outside.
For special conditions, other types of coatings and linings are available.
Please specify when ordering.

APPROVALS: 2”-16” Underwriters Laboratories listed and Factory Mutual Approved.

STANDARDS: ANSI / AWWA C110 / A21.10  Where applicable.
Other items are in accordance with manufacturer’s standards. 
54” and above Flanged Fittings are manufactured as per AWWA C153/A21.53

Note: call for Cast Iron Fittings
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Dimensions in inches
Weights in pounds

Manufactured in accordance with AWWA/ANSI C110/A21.10.
54” fittings are manufactured in accordance with manufacturer’s standards in gen-

eral guidance of AWWA/ANSI C153/A21.53
Flanges are drilled and faced in accordance with ANSI B16.1 CLASS 125

Flanged Fittings

10 SIGMA Corporation  www.sigmaco.com

REDUCING TEES 

Size Wt. DUCTILE IRON  
Item No. H J T T1

2 1/2 x 2 1/2 29 DFT2525 5.50 5.50 0.48 0.48
3 x 2 35 DFT32 5.50 6.50 0.48 0.31
4 x 2 50 DFT42 6.50 6.50 0.52 0.31
4 x 2 ½ 55 DFT425 6.50 6.50 0.52 0.31
4 x 3 60 DFT43 6.50 6.50 0.52 0.48
6 x 2 85 DFT62 8.00 8.00 0.55 0.31
6 x 3 85 DFT63 8.00 8.00 0.55 0.48
6 x 4 90 DFT64 8.00 8.00 0.55 0.52
8 x 2 9.00 9.00 0.60 0.31
8 x 3 DFT83 9.00 9.00 0.60 0.48
8 x 4 140 DFT84 9.00 9.00 0.60 0.52
8 x 6 145 DFT86 9.00 9.00 0.60 0.55
10 x 3 DFT103 11.00 11.00 0.68 0.48
10 x 4 205 DFT104 11.00 11.00 0.68 0.52
10 x 6 215 DFT106 11.00 11.00 0.68 0.55
10 x 8 225 DFT108 11.00 11.00 0.68 0.60
12 x 4 290 DFT124 12.00 12.00 0.75 0.52
12 x 6 295 DFT126 12.00 12.00 0.75 0.55
12 x 8 310 DFT128 12.00 12.00 0.75 0.60
12 x 10 360 DFT1210 12.00 12.00 0.87 0.80
14 x 4 DFT144 14.00 14.00 0.66 0.52
14 x 6 375 DFT146 14.00 14.00 0.66 0.55
14 x 8 390 DFT148 14.00 14.00 0.66 0.60
14 x 10 400 DFT1410 14.00 14.00 0.66 0.68
14 x 12 425 DFT1412 14.00 14.00 0.66 0.75
16 x 4 DFT164 15.00 15.00 0.70 0.52
16 x 6 465 DFT166 15.00 15.00 0.70 0.55
16 x 8 475 DFT168 15.00 15.00 0.70 0.60
16 x 10 495 DFT1610 15.00 15.00 0.70 0.68
16 x 12 520 DFT1 612 15.00 15.00 0.70 0.75
16 x 14 530 DFT1614 15.00 15.00 0.70 0.66
18 x 6 480 DFT1 86 13.00 15.50 0.75 0.55
18 x 8 495 DFT188 13.00 15.50 0.75 0.60
18 x 10 510 DFT1810 13.00 15.50 0.75 0.68
18 x 12 535 DFT1812 13.00 15.50 0.75 0.75
18 x 14 630 DFT1814 16.50 16.50 0.75 0.66
18 x 16 650 DFT1816 16.50 16.50 0.75 0.70
20 x 4 DFT204 14.00 17.00 0.80 0.52
20 x 6 610 DFT206 14.00 17.00 0.80 0.55
20 x 8 620 DFT208 14.00 17.00 0.80 0.60
20 x 10 635 DFT2010 14.00 17.00 0.80 0.68
20 x 12 660 DFT2012 14.00 17.00 0.80 0.75
20 x 14 665 DFT2014 14.00 17.00 0.80 0.66
20 x 16 810 DFT2016 18.00 18.00 0.80 0.70
20 x 18 820 DFT2018 18.00 18.00 0.80 0.75
24 X 4 DFT244 15.00 19.00 0.89 0.52
24 x 6 845 DFT246 15.00 19.00 0.89 0.55
24 x 8 860 DFT248 15.00 19.00 0.89 0.60
24 x 10 880 DFT2410 15.00 19.00 0.89 0.68
24 x 12 890 DFT2412 15.00 19.00 0.89 0.75
24 x 14 900 DFT2414 15.00 19.00 0.89 0.66
24 x 16 915 DFT2416 15.00 19.00 0.89 0.70
24 x 18 1,220 DFT2418 22.00 22.00 0.89 0.75
24 x 20 1,255 DFT2420 22.00 22.00 0.89 0.80
30 x 12 1,490 DFT3012 18.00 23.00 1.03 0.75
30 x  14 1,490 DFT3014 18.00 23.00 1.03 0.66
30 x 16 1,505 DFT3016 18.00 23.00 1.03 0.70
30 x 18 1,515 DFT3018 18.00 23.00 1.03 0.75
30 x 20 1,540 DFT3020 18.00 23.00 1.03 0.80
30 x 24 2,025 DFT3024 25.00 25.00 1.03 0.89
36 x 6 DFT366 20.00 26.00 1.15 0.55
36 x 8 DFT368 20.00 26.00 1.15 0.60
36 x 12 2,170 DFT3612 20.00 26.00 1.15 0.75
36 x 14 2,175 DFT3614 20.00 26.00 1.15 0.66
36 x 16 2,185 DFT3616 20.00 26.00 1.15 0.70
36 x 18 2,190 DFT3618 20.00 26.00 1.15 0.75
36 x 20 2,210 DFT3620 20.00 26.00 1.15 0.80
36 x 24 2,255 DFT3624 20.00 26.00 1.15 0.89
36 x 30 3,000 DFT3630 28.00 28.00 1.15 1.03
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Note: Cast Iron fittings available upon request
Weights in Pounds, Less Accessories / Dimensions in inches

DFT


	page 1
	page 2

