
226 In-Place Soil Pipe Cutter

Figure 1 – 226 Soil Pipe Cutter

The RIDGID 226 In-Place Soil Pipe Cutter is
a compact tool (17" long) designed to cut
hub and no-hub soil pipe, especially where
space is limited. The handle is removable to
allow use in tight spaces. The feedscrew is
equipped with a hand knob for fast adjust-
ment, and a 15" long 1/2" drive ratchet is
supplied for operation. If needed, the 226
can also be operated with any 1/2" drive
ratchet or 15/16" wrench.

206 and 246 Soil Pipe Cutters

Figure 2 – 206/246 Soil Pipe Cutter

Soil Pipe Cutters
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The RIDGID 206 and 246 Soil Pipe Cutters
utilize an integral ratchet handle centered
on the pipe. This is especially useful when
cutting pipe in trenches, and helps keep the
width of the trench to a minimum. The 206
uses the same chain as the 226 and 286,
while the chain on the 246 is larger and al-
lows it to cut 4" class 22 water main and 2" –
5" extra heavy duty soil pipe.

286 Soil Pipe Cutter

Figure 3 – 286 Soil Pipe Cutter

The RIDGID 286 Soil Pipe Cutter is designed
to allow soil pipe to be cut in a single stroke.
A knob is used to adjust handle position for
optimal cutting. The 286 Soil Pipe Cutter al-
lows repeated cuts to be made quickly, as
when cutting pipe for assembly.

Specifications

* Do not use more than one chain extension except for use with clay pipe up to 15".

Catalog Model Description Capacity Weight Standard Replacement
No. No. in. mm lb. kg Pack Chain

Cat #
68650 206 Soil Pipe Cutter No Hub 11/2-6 40-150 18 8.2 1 33670
69982 226 In-Place Soil Pipe Cutter 11/2-6 40-150 18 8.2 1 33670
32900 246 Soil Pipe Cutter 11/2-6 40-150 25 11.3 1 34575
59698 286 Soil Pipe Cutter 11/2-6 40-150 29 13.1 1 33670
33665 206/226/286 Chain Extension Assy.* — — 1 0.5 1 —
34570 246 Chain Extension Assy.* — — 1 0.5 1 —
70437 – 226 Ratchet — — 1 —




