
Gas Detection

BW Clip4
Multi-Gas Portable Gas Detector

The BW Clip series revolutionized wearable single gas detection with the 

safety of always-on simplicity. And now we’ve done it again: Introducing 

the new low maintenance BW Clip4 multi-gas detector from Honeywell. 

No charging, no battery or sensor servicing, no hassle. Just clip it on 

and get the job done. Because for two years, you know – it’s on.

GENERAL SPECIFICATIONS

SIZE 4.7 x 2.7 x 1.3 in. / 12.0 x 6.8 x 3.2 cm 

WEIGHT 8.2 oz. / 233 g

OPERATING TEMPERATURE -4 to +131°F / -20 to +50°C

INGRESS PROTECTION IP68

WARRANTY Full two‑year warranty including all sensors

ORDERING INFORMATION

BW Clip4 Multi-Gas Detector Black Housing Yellow Housing

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), North American version BWC4-B-N BWC4-Y-N

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), European version BWC4-B-E BWC4-Y-E

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), United Kingdom version BWC4-B-U BWC4-Y-U

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), Chinese/New Zealand version BWC4-B-C BWC4-Y-C

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), Australian version BWC4-B-A BWC4-Y-A

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), Brazilian version BWC4-B-B BWC4-Y-B

BW Clip4 4‑gas detector (O2, LEL, H2S, CO), Russian version BWC4-B-R BWC4-Y-R

Carrying Accessories Order Number

Neck strap with safety release GA-NS-1

Short strap (6 in. / 15.2 cm) GA-LY-1

Extension strap (4 ft. / 1.2 m) GA-ES-1

Chest harness GA-CH-2

Sampling Equipment Order Number

Manual aspirator pump kit D4-AS01

IntelliDoX Docking System Order Number

IntelliDoX docking station for BW Clip4 DX-BWC4

IntelliDoX Nest for BW Clip4 DX-NEST-BWC4

Enabler kit, North American version DX-ENBL-NA

Enabler kit, European version DX-ENBL-EU

Enabler kit, United Kingdom version DX-ENBL-UK

Enabler kit, Australian version DX-ENBL-AU


