
AAXXCC  IINN--LLIINNEE DDUUCCTT FFAANNSS

RREEAADD  AANNDD  SSAAVVEE  TTHHEESSEE  IINNSSTTRRUUCCTTIIOONNSS  FFOORR  FFUUTTUURREE  RREEFFEERREENNCCEERREEAADD  AANNDD  SSAAVVEE  TTHHEESSEE  IINNSSTTRRUUCCTTIIOONNSS  FFOORR  FFUUTTUURREE  RREEFFEERREENNCCEE

2. To reduce the risk of injury, fan must be installed at least 7
feet (2.1 meters) above the floor.

3. Fan must be inspected regularly. Remove any obstructions
and clean all grease from the fan and impeller surfaces.

IINNSSTTAALLLLAATTIIOONN  PPRROOCCEEDDUURREE

1. Rotate fan impeller by hand, ensuring it rotates freely.
2. Locate fan as close as possible to discharge point, while

still providing access to perform maintenance.
3. Ensure that mounting location can support the fan assembly.
4. Attach mounting brackets to the fan.
5. Air flow direction is indicated by arrow on the electrical box.
6. Mount fan using the brackets provided (fan may be mounted

in any oriantation, however vertical mounting is recommended
to reduce condensation build-up in the fan). Ensure that
electrical box is accessible.

7. Attach duct to inlet and outlet of fan housing using clamps
(insulated duct recommended in unheated areas).

8. Seal fan to duct using duct tape to prevent air loss.
9. Confirm that supply voltage matches motor name plate rating.
10. Make electrical connections to fan junction box.
11. These fans are suitable for use with a speed control (see

speed control wiring diagram).

RREECCOOMMMMEENNDDEEDD  MMAAIINNTTEENNAANNCCEE

1. When undertaking maintenance or service work, ensure that
electrical service to fan is locked in the “OFF” position to prevent
power from being switched on accidentally. When the service
disconnecting means cannot be locked, securely fasten a
prominent warning device such as a tag to service panel.

2. Do not re-establish power supply until maintenance or
service work has been completed.

3. Maintenance or service work must be performed by a qualified
person in accordance with all applicable codes and standards,
including local fire codes.

4. Impellers must be inspected regularly. In order to inspect
impeller, remove fan from the duct work. Remove any
obstructions and clean with damp cloth.

5. Motor bearings are factory lubricated and do not require
additional lubrication.

LLIIMMIITTEEDD  WWAARRRRAANNTTYY

This equipment is warranted to be free from defects in material
and workmanship for a period of five (5) years from date of
purchase. Any units or parts which prove to be defective
during warranty period will be repaired or replaced at
Vendor’s option. Vendor is not responsible for any removal,
installation or transportation costs.

All warranty claims must be processed through point of purchase.

IINNSSTTAALLLLAATTIIOONN  &&  MMAAIINNTTEENNAANNCCEE  GGUUIIDDEE

CCAAUUTTIIOONN!!    TTHHIISS  FFAANN  IISS  DDEESSIIGGNNEEDD  FFOORR  GGEENNEERRAALL
VVEENNTTIILLAATTIIOONN  UUSSEE  OONNLLYY..    DDOO  NNOOTT  UUSSEE  TTOO  EEXXHHAAUUSSTT
CCOORRRROOSSIIVVEE,,  HHAAZZAARRDDOOUUSS  OORR  EEXXPPLLOOSSIIVVEE  MMAATTEERRIIAALLSS
AANNDD  VVAAPPOORRSS..

BBEEFFOORREE  IINNSSTTAALLLLAATTIIOONN

WWAARRNNIINNGG!!    TTOO  RREEDDUUCCEE  TTHHEE  RRIISSKK  OOFF  FFIIRREE,,  EELLEECCTTRRIICCAALL
SSHHOOCCKK,,  OORR  IINNJJUURRYY  TTOO  PPEERRSSOONNSS,,  PPLLEEAASSEE  OOBBSSEERRVVEE  TTHHEE
FFOOLLLLOOWWIINNGG  SSAAFFEETTYY  PPRREECCAAUUTTIIOONNSS::

1. TThhiiss  ffaann  hhaass  rroottaattiinngg  ppaarrttss!! Turn impeller by hand to ensure
that it rotates freely.

2. Ensure that electrical service to fan is locked in the
“OOFFFF” position to prevent power from being switched on
accidentally. When the service disconnecting means
cannot be locked, securely fasten a prominent warning
device such as a tag to service panel.

3. Do not re-establish power supply until fan and activation
device are completely installed.

4. Installation work, including electrical wiring, must be
performed by a qualified person in accordance with all
applicable codes and standards, including local fire codes.

5. Check that voltage matches fan motor nameplate rating.
6. Fan is intended to be hard wired to a properly rated

electrical circuit, and must be properly grounded. Do
not use an extension cord.

7. Fan motor is equipped with thermal overload protection,
which causes fan to shut off automatically if motor overheats.
If this should happen, immediately disconnect and lock
power supply to fan. DDoo  nnoott  aatttteemmpptt  ttoo  wwoorrkk  oonn  ffaann  wwiitthhoouutt
ddiissccoonnnneeccttiinngg  ppoowweerr  ssuuppppllyy;;  ffaann  mmaayy  rreessttaarrtt  wwiitthhoouutt  wwaarrnniinngg!!

8. This unit has an unguarded impeller. Do not use in locations
readily accessible to people or animals.

9. NEVER place a switch where it can be reached from a tub
or a shower.

10. When used to exhaust moist / humid air, fans must always
be vented to the outdoors.

11. When cutting into walls or ceilings, take care to not damage
electrical wiring or other hidden utilities.

12. The combustion airflow needed for safe operation of fuel
burning equipment may be affected by this unit’s operation.
Follow the heating equipment manufacturer’s guidelines and
safety standards, such as those published by the National
Fire Protection Association (NFPA), the American Society of
Heating, Refrigeration and Air Conditioning Engineers
(ASHRAE), and local code authorities.

RREESSIIDDEENNTTIIAALL  RRAANNGGEE  HHOOOODD  AAPPPPLLIICCAATTIIOONNSS  
1. For residential range hood applications, fan must be used

with a proper grease filtering system. Grease filters must
be cleaned regularly.

AAXXCC  FFAANN
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USA www.continentalfan.com Canada www.aeroflo.com

CCoonnttiinneennttaall  FFaann  MMaannuuffaaccttuurriinngg  IInncc..
203 Eggert Rd.
Buffalo, NY  14215
Tel: 716-842-0670  Toll: 800-779-4021  Fax: 716-842-0611 

AAeerroofflloo  IInncc..
12-205 Matheson Blvd. East
Mississauga, ON  L4Z 3E3
Tel: 905-890-6192  Toll: 800-779-4021  Fax: 905-890-6193 A
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