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Key s = standard     o = option 
* Escutcheons available separately. 
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  •    •  515/16 91/8  5 1/16  4   s    •  •  s    9  11  1

 4.0 •   •   79/16 115/16 51/4    s  o   •  •  s  o  o  16  12 4”  3

  •   •   83/4  123/4  51/2 111/16   s  o  o  •  •   s  o  241/2  156 4”  6 

  •   •   93/16 113/4  51/4  57/16  73/8  s  o   •  •  s  o  o  201/2  10 4”  4

    •  •   87/8 1315/16 71/4  4        s  o  o  251/2  18 6”*  2 

   •  •   10  111/2  71/2    s  o   •   s  o  o  25  12 6”  3

 6.0 •  •   10 15/16 123/4  71/2 111/16   s  o  o  •     s  o  333/4  156 6”  6 

  •   •   119/16 113/16 71/2  59/16  85/16  s  o   •   s  o  o  231/4  10 6” 4

   •  •   111/8 117/8  71/8   713/16       s  o o  25  29  5 

Sw
in

g
in

g

Swing 
Radius

AVAILABLE
LETTERING

A
u

to
-S

p
kr

St
an

d
p

ip
e

St
an

d
p

ip
e 

an
d

A
u

to
-S

p
kr

THREADS

OTHER PRODUCTS

ADDITIONAL INFORMATION
• Elkhart’s intake connections bodies are rated for 175 psi  

(12.1 bar).
• Each 21/2” NHT inlet has a rated flow of 250 gpm (946 lpm).
• Model 156 supplied with plug (#311) and chains.

Unless otherwise noted, all hose threads are NHT. See 
index T-13 for available optional threads.

See page 11-1 for available chains and plugs. 
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