
ATTACH CHAIN -
LEAVE 1/2” SLACK.

2

REMOVE OLD FLAPPER.
MOUNT NEW FLAPPER.

1

SET TO OPTIMIZE.

LESS 
WATER 
FLUSHED

MORE 
WATER 
FLUSHED

3

Best for 1.28 & 1.6 GPF Toilets (After 1994)

WARRANTY This Fluidmaster® product has a limited warranty for a period of 10 years. For complete warranty details, please visit our website at www.fluidmaster.com.

DO NOT USE IN-TANK DROP-IN TOILET BOWL CLEANERS CONTAINING BLEACH OR CHLORINE. Use of such products will: (1) RESULT IN DAMAGE to 
tank components and MAY CAUSE FLOODING and PROPERTY DAMAGE and (2) VOID FLUIDMASTER WARRANTY. Fluidmaster Flush ’n Sparkle® Toilet 
Bowl Cleaning System is recommended for those choosing to use in-tank bowl cleaners and WILL NOT VOID the FLUIDMASTER WARRANTY because it will 
not damage the components. DO NOT overtighten nuts or tank/bowl may crack. Always use quality Fluidmaster parts when installing or repairing. 
Fluidmaster will not be responsible or liable for use of non-Fluidmaster parts during installation or repair.
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 B L E A C H T A B L E TS

AMERICAN STANDARD
ELJER
GERBER
GLACIER BAY
KOHLER
MANSFIELD
ST. THOMAS

PEGASUS
TOTO

VITRA

Cadet 3
Titan

Avalanche
2-Piece High Efficiency

Cimarron
Maverick
Arlington
Palermo

Westminster
Drake

Clayton
Vespin
Corina

158
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230
114
151
156
121
117
113
164
94
124
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4.88
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SETTING CHAIN LENGTH
mminchesBRAND MODEL

FLAPPER SETTINGS


