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 Before You Begin

���
����$	��� ��  ��������� ����� ���� ��� ������ �������
��� �"����� ��� !��� ���������� �� ����� ��  ��� ������� ��
�!�������

���
����$	��� �� ����� ����� ������������� ���� �����
������� �������� ��� �������� ����������� �� ��� ����� !���
�� ���� � �# �����������

� ����� � ���� �������� ������

� 
��� ��� ��� ��� !��� �����#�

� �� ��������� ������ ���� ����� ������ ��������� ��� �����

� ������� ��� �����# ������ ��� ����� 	����� � �������#�

� �"���� ��� �������� ����# �� ��� ������� �� �� ����������� �� ���
��� ��������� ���� �������� �� ���� ������

� ������ ����� �� ��� ����� �� ��� �� ������ �� ��� ������ �� ������
!������ ������� � ��������� �� ��� ����� �����

Tools and Materials

Adjustable
Wrench

9/16”
(1.4cm)

Masking
Tape

Pencil Phillips
Screwdriver

Two 3/8” Male
Compression Supply
Connections Plumbers Putty
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Faucet

Escutcheon For
One-Hole Sinks

Undercover

Escutcheon
For Three-
Hole Sinks

Gasket

Metal
Washer

Fiber
Washer

Sink Threaded
Shank

Screw
Threaded
Ring

 1. Secure Faucet
For Three-Hole Sinks:

� �""�* � ���� !� "�&���#$ "&%%* !# !%��# $���� % %! %�� �!%%!� ����$
!� %�� & ��#�!'�# ���!#�� � %! %�� "&%%* �� &���%&#�#�$
� $%#&�%�! $�

� ����� %�� & ��#�!'�# !'�# %�� $� � �!��$� ���� � %��  "#�$$ � %! "�����

� ���!'� � * �)��$$ "&%%*� ����� �$�&%���!  !'�# %�� & ��#�!'�#�

For One-Hole Sinks:
� �!$�%�!  %�� ��$��% ��+#� �� "#!'���� � %! %�� �#!!'� !  %�� �!%%!�

!� %�� �$�&%���! �

 2. Move Faucet Into Install Position

� �% %�� ��&��% %�#!&�� %�� $� � �!��� �!$�%�!  %�� ��&��% $! %�� �� ���
����$ �!#(�#��

� ��#%����* %�#��� %(! $�#�($ � %! %�� %�#����� #� � & %�� %��* ��#��*
"#!%#&�� �#!� %�� ����$��� !� %�� %�#����� #� ��

� ����� %�� ����# (�$��# � � %�� ��%�� (�$��# ! %! %�� %�#�����
$�� �� � � %�#��� %�� #� � ! %! %�� %�#����� $�� � & %�� �% �$ ��!&%
	�
� ����� �#!� %!&��� � %�� $� � �!%%!�� �&#  %�� #� � �$  �����
$! %�� $�#�($ �#� %! %�� �#! % � � ���� !� %�� ��&��%�

� �$� � ������"$ $�#�(�#�'�# %! $��&#��* %���%�  %�� $�#�($ �'� �*�
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Spray Hose

Weight

Spray Hose

Hose Guide

Gasket

Supply Hose

Valve Outlet Hose

 3. Install Spray Hose

� ����� ��� ������ ���� ��� ����! �����

����� 
�� �� ����� ��� � �������� ������ �� ��� ����� ����� ���
������ ���� ��� ������� ��������� ��� ����� � ����� ���� ���� ��
������� ������� ���� ��������� ������! ����� ��� ������� 	������
������!� ��� �� ��� ������������

� ������ ��� ������ ���� ��� ����� ������ �����

� ��������! ������ ��� ����! ���� ���� ��� ����� ������ �����

� 	������ ������!� ��� �� ��� ������������
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���

����

3” (7.6cm)
or Larger

Hose

Sprayhead

Screen
Gasket

Tape

 4. Connect Supply Hoses
����� �� ,"(% �!&'����'�"! %�$(�%�& '��' ,"( �"�� '�� &(##�, �"&�& '"
"�'��! � �""� �"!!��'�"!�  ��!'��! �! �!&��� �"�� ��� �'�% "� �' ���&'
�� �
�	� ��

� ��%, ��%��(��, #"&�'�"! '�� �"' �!� �"�� &(##���& &" '��, �" !"'
�!'�%��%� *�'� '�� &#%�, �"&� �!� '�� *����'�

� �"!!��' '�� &(##�, �"&�& '" '�� &(##�, &'"#&� ���' �& �"' � %���' �&
�"����

�  ����'�! ��� �"!!��'�"!&�

 5. Flush Faucet

� �(�� '�� &#%�,���� "(' '" #�%'����, �+#"&� '�� �"&�� �� ")� '��
&#%�,���� �!� &�%��! ��&��'�

� �"&�'�"! '�� �"&� �! '�� &�!�� ��� "% '�#� '�� �"&� '" '�� &�!� '"
#%�)�!' �' �%"  &����!� ���� �!'" '�� ��(��'�

� �(%! "! '�� �"' �!� �"�� *�'�% &(##���&� �(%! '�� ��(��' ��!��� '"
'�� �"�� &��� �!� ���' '" '�� -��� #"&�'�"!�

� �(! *�'�% '�%"(�� '�� ��(��' �"% ��"(' "!�  �!('� '" %� ")� �!,
���%�&� ��'�"(' '(%!�!� '�� *�'�% "��� %"'�'� '�� ��(��' '" '�� �"' &���
�!� ��(&� �"% �!"'��%  �!('��

� ���!&'��� '�� &�%��! ��&��' �!� &#%�,����� �(%! '�� *�'�% "! �!�
����� �"% ����&�
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Handle

Bonnet

Valve
Stem

Splines

Top Disc

Stop
Tab

Mounting Nut

Plug Button

O-ring
Screw

Indexer

 6. Water Temperature Adjustment

� �� ��"�!��� ���$"# #�� ��'��$� ��# &�#�! #�� �!�#$!� "�##��� �� #��"
��$��#�

� ����%� #�� ������ ��� �����#� �$!� #�� &�#�! #� #�� ��'��$�
#�� �!�#$!� �(  $"���� #�� %��%� "#�� $  ��� #$!���� �����&�"��

� ��!� #�� �$!!��#  �"�#��� �� #�� #�� �!�#$!� "#�  #�� �#�  ����� ��
#�� ��$�#��� �$# &�#� � ��!��! �!  ������ ��# ��#� #�� ����'�! ���
#�  ��"� �$"# ���$�� #� ����! #�� " ����" ��� ����& !�#�#����

����� 
��� " ���� ��#�� !� !�"��#" �� �%�!��� ����� �����	�
#�� �!�#$!� �������

� �$!� #�� ����'�!� #�  ��"�� ��� %��%� "#�� ��$�#�!�����&�"� #�
���!��"� #�� ��# &�#�! #�� �!�#$!� �! �����&�"� #� ���!��"� #�� ��#
&�#�! #�� �!�#$!� $�#�� #�� ��"�!�� #�� �!�#$!� �" �����%���
����"#��� #�� ����'�! ��� #�� #�  ��"� #� #�� %��%�� ������ "$!� #��
#�  ��"� �" "��  �� �$��( ��#� #�� ����'�!�

� �$!� ��� #�� &�#�! �(  $����� #�� %��%� "#�� ��&�� ����"#��� #��
�����# ��� �������
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Guía de Instalación
���������  ���	���� �� 	��
����� �� ��������
���������

 Antes de Comenzar

	
���������(
����� �� ��������!� ������� ��� ����� �� ���� �
�� �� �� �� ���������  	������� ��� ��������� ��� ������� ����
� ���� ��� �� ����#���

	
���������(
����� �� �����������!� ��� ����� ���� ������%�
������ �� �������'� �� ���������������� 
� �����"� �� ����� �
������� �� ��� ������������

� ������ ��� ����� ��� �'����� ������� �� ������%��

� ������ �� ���������� ��������� �� �����

� �� ��� ������� ������� �� ������%� ����� �� �������� �� ����������

� �� ��� ��� ����%�� �� ���������� ���� ���������� �� ���$� ��&�����
��������� �� ��� ����������

� � �!�����'� �� �� ������� �� ������%� ����� �� �� ����� �������� �
������'�� �� ������ ���� ���� �� ��������� �� ���� ������%��

� ������ ��� �� ����� � �� ������� �� ��������� �� ����&� �� �� ������%�
��� ��� �� � ���� ��� ���� �� ���������� �� �� ����� �� ��������

Herramientas y materiales

Llave
ajustable

9/16”
(1,4cm)

Cinta
adhesiva

Lápiz Destornillador
de estrías

Dos llaves de paso
de 3/8”

Masilla de plomería
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Grifería

Chapetón para 
fregaderos de
un orificio

Placa inferior

Chapetón para
fregaderos de
tres orificios

Empaque

Arandela de
metal

Arandela de fibra

Fregadero

Vástago
roscado

Tornillo
Anillo roscado

 1. Asegure la grifería
Para fregaderos de tres orificios:

� �!��"&� ��$���� �� !� ��#,� &  %#  $����� # $��.� ��$ ��$%#&��� ��$
��� ���#����%�� �� � $ � #��$ ����#� #�$ �����  ��� � $%#�� #�

� � � "&� �� ��$� ����#� # $ �#� � $  #����� $ ��� �#�����# � ������ )
!#�$� �� �� $& �&��#�

� ���&�'� �� �(��$  �� ��$���� �� !� ��#,�� � � "&� �� ���!�%-�
$ �#� �� !���� ��%�#� #�

Para fregaderos de un orificio:
� ��$%��� �� ��!�"&� �� �����  ����&��  �� �� #��&#� �� �� ��$� ���

���!�%-��

 2. Prepare la grifería para la instalación
� ��$�#%� �� �#���#,� � %#�'+$ ���  #�����  �� �� �#�����# � � � "&� ��

�#���#,� �� ����#� "&� �� ������ �$%+  #���%��� ����� �� �#��%��

� ��# $"&� !�#�������%� � $ % #���� $ �� �� �����  # $���  ��$%� "&�
$ �#�$����� �� �� !�#%� ����#� # ��� �����  # $��� �

� �$���� �� �#������ �� ���#� ) �� �#������ �� ��%�� �� '*$%�� 
# $��� � ) ��# $"&� �� �����  �� '*$%��  ��$%� "&� �$%+ � ��	� �
���
��� �#�����# � ��#� �� �����  # $���  �� $�# ����$�#� � �� � �  "&�
� $ % #���� $ �$%+�  #���%�� $ ����� �� �#��%� ) ����� �%#*$ �� ��
�#���#,��

� �%����� &� ��$% #������ # �� �$%#,�$ !�#� ����# � $ % #���� $�
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Manguera
del rociador

Peso

Manguera del
rociador

Guía de la
manguera

Empaque

Manguera de
suministro

Manguera de la
salida de la
válvula

 3. Instale la manguera del rociador

� ������� �
 ���
 ����� �
 �
�����
 �� ����
���

����� �� ������� ������ �
 ������� � �������!� � �
 �
�����
�
������� �
 ���
 
� ���
� ���
� � ������� ��
�
� ����� 
� � �����
�����
���� ��� ��������� �����
����� ��
�� � �
 ���
� ��������
���� �� ��
��
��

� 	������ �� ���
��� �� �
 �
�����
 � �
 ������
 � �
��
�

� �������� �
 �
�����
 �� ����
�� �� �
 �
�����
 � �
 �
��
 � �

������
�

� �������� ���� �� ��
��
��
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������	�

��
�

3” (7,6cm)
o mayor

Manguera

Rociador

Empaque
de rejilla

Cinta

 4. Conecte las mangueras de suministro
����� �� �� ��$%�����.� #�"&��#� ��# ���# ��$ ����&�#�$ ��
$&����$%# � � ��� ��  �%���# &�� �&��� � ��(�.�� ���%���� &�
��,��%#  ��%�#�  �� �� ��*��� �� �� ��� $ �� �	������ 

� � � �&��  �&���� � � � "&� � $ $&����$%# $ �� ����#� "&� � 
��%�#���#�� � � �� ����&�#� ��� # ���� # ) �� !�$��

� � ���%� ��$ ����&�#�$ �� $&����$%#  � ��$ ���'�$ �� !�$ � ��� ��� 
�*"&��#�  �$ !�#� ��&� ������%� ) �� ��#��� � !�#� ��&� �#-���

�  
$��&#� % ��$ ��$ � ��(� ��$�

 5. Descargue los tubos de la grifería

� ���� �� # ���� # !�#� �(! ��# �� ����&�#� !�#�������%�� ���&�'�
�� # ���� # ) �� #�������

� � � "&� �� ����&�#� �� �� �#�����# � 
%�   !��&� �� ����&�#� ��
�#�����#  !�#� ��!���# "&� ��$���� ���%#  �� �� �#���#-��

� 
�#� � $ $&����$%# $ ��� ��&� �#-� ) ������%�� �#� �� ������ �� ��
�#���#-� ����� �� ���  ��� ��&� �#-� ) ��'��%� � �� ! $���.� +����

� 
�#� ��$ ',�'&��$ ) !�#��%� "&� �� ��&� � ##� ! # &� ���&%  !�#�
#�� '�# � $ ��!.$�% $ ����#���$� ��� � #%�# �� $&����$%#  �� ��&��
��#� �� ������ ����� �� ! $���.� �� ��&� ������%� ) !�#��%� "&� ��
��&� � ##� ! # &� ���&%  !�#� ���!��# �� �#���#-��

� ����$%��� �� #������ ) �� # ���� #� 
�#� �� ��&� ) '�#���"&� "&� �  ��)�
�&��$�
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Manija

Casquete

Vástago de la válvula

Ranuras

Disco superior

Lengüeta de
tope

Tuerca de montaje

Tapón

Empaque de anillo
Tornillo

Graduador

 6. Ajuste de la Temperatura de agua

� �� �� ��!��� ��#!"� �� "���� �"# � �(%��� �� �� � ��� )��

� ���#�$� �� ������ & �� ��!�#�"�� ��$��"� �� $(!"��� & �� � ����� ��
�� ���� �� � �� �  �� !#����!" � �� ��#� ������"� � !# "���� �"# �
�(%����

� 	�� #� �� ����  � #� �(��'� �� �#� �� �� "#� �� �� ���"��� ��
��!���*� ��"#�� ��� "��� ��� ���" �� �� "���� �"# � ��� �� !#�� �� ��
��$��"� �� � ��#���  & �� ��!�� !#�� ��  �� !#������"� ���� �� �
��!����  ��!  ��# �! & �� ��"�  �#�  �"��

����� 	���  ��# �  �� �!��"� #� ������ �� "���� �"# �
� ������ �� ���� 
 ����� 	��

� �� � �� � ��#��� � �� ��!�� !#�� ��  # �� $(!"��� �� �� $(�$#�� �����
�� �'�#�� �� �� � �#���"�  �� "���� �"# � ��� ��#�� � ����� ��
�� ���� �� � ��!���#� ��� ����!"��� �� � ��#���  & �� ��!�� !#�� �� 
!�� � �� $(�$#��� �!��# (���!� �� �#� �� ��!�� !#�� ��  �#���
"�"�����"� " ����� �� �� � ��#��� �

�  �!���� �� $(!"��� �� �� $(�$#�� ����� ����� �� � ��  �  �� ��#��
����!"��� �� ��!�#�"� & �� �������
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Guide d’Installation
�����
��  �������	���� ������
��� �� ��
�
��

Avant de commencer

�������	� �&
����� �� ����������� ������������ ��
��������������� �� �������� ����� �"��%������ ��������� � 
������ �� ����� ��� ���"������ �� � $!���� ��� ������ ����

�������	� �&
����� �� ������������� ����� ������� 	� �������
�� �$ ��������  �� ���������� ���������������� ������������ 
� ���
����!�� ��� �������� �� �$� �  ������� ������������

� ��������� ��� ����� �� ��������� ���� "�

� �� ��� ������!$� ����  �����������

� ���� ��� ��������� ��������� �� ������� �!��� ����������� ��$!����

� $������ �� ��� � ��� ������!$� ����  ���� ��������$�� ��������� ���
� ��� �  �������

� �"������� ����� �  ������ ��$�����$��$ ������ $ �� ����� � �� ��
�� �'������ �� �� ���  ������� �� ���� ��� # ���� �� �$����� � � ��
��������

� ������ �� �$���!� �� ����� ���������� ��� ������������� # ��
���������� ��� �������� ���� �!��� ����� �� ��� ��$����$ ���� ��
������� � ��� ���" �� ������

Outils et matériaux

Clé à molette

9/16 po
(1,4cm)

Ruban-cache
Crayon Tournevis à

pointe en croix

Deux raccords mâles à
compression de 3/8 po

Mastic d’étanchéité
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Mitigeur

Applique pour
éviers à un trou

Sous-applique

Applique pour
éviers à trois
trous

Bague d’étanchéité

Rondelle métallique
Rondelle en fibres

Évier Manche fileté

Vis
Anneau fileté

 1. Assujettir le robinet
Pour éviers à trois trous :

� �""��#'�$ '  �!$�!  �� ��%&�� ��.&� ��.�&. !' '  "$!�'�&
%�������� %'$ �� ��%%!'% ��% �!$�% �� �� %!'%0�""��#'� %��!  ��
 !&��� �' ���$��� & �' ��%&���

� �����$ �� %!'%0�""��#'� %'$ ��% &$!'% �� ��.(��$� ���� �$ �& �""'*�$
%'$ ��% "�-��% �  "�����

� � ��(�$ &!'& �)�.�� & �� ��%&��� �����$ ���""��#'� %'$ ��
%!'%0�""��#'��

Pour éviers à un trou :
� � %&����$ �� �!� & &!$�#'� �� % �� $�� '$� + �� ��%� �� ���""��#'��

 2. Mettre le robinet à la position d’installation
� ��&&$� �� $!�� �& �  "���� �  ���%� & "�%%�$ %�% &'��% "�$ �� &$!' ��

��.(��$� �!%�&�!  �$ �� $!�� �& �� ��,!  + �� #'� ��% "!�� .�% %!�� &
!$�� &.�% (�$% ���(� &�

� ��%%�$ "�$&������� & ��') (�% �� % ���  ��' ����&. �'%#'�+ �� #'�����%
�."�%%� & �.�-$��� & �� ���$$�-$� �� ���  ��' ����&.�

� ��%%�$ �� $! ����� �  ���$�% �& �� $! ����� �.&����#'� %'$ �� �� ��� �&
(�%%�$ ���  ��' %'$ �� �� ��� ����&. �  �$$/&� & ���  ��' + � (�$! 
��	"! �
��� �' ��% �� ��.(��$� �!'$ �$ ���  ��' "!'$ #'� ��% (�% %�
&$!'(� & �  �(� & �& �  �$$�-$� �' $!�� �&�

� �&���%�$ '  &!'$ �(�% + "!� &� �  �$!�) "!'$ �%%'��&&�$ ��% (�% %��!  ' 
%�$$��� .����



1017404-2-A 14 Kohler Co.

Flexible de bec-douchette

Poids

Flexible de
bec-douchette

Guide de flexible

Bague d’étanchéité

Flexible 
d’arrivée d’eau

Flexible de sortie
de robinet

 3. Installer le flexible de douchette

� �������� �� ����� �� ������� �� �� ����������

��������� 
� ���� ������� �� �������� �� �������� �� ��������
�!������ �� �����   �� �������� �����!� �� �� �������� ��� ����� �� ��
����� ���������� ��������� ����"������� ���� �� ������ 	� ��� ����
�������

� ��������� �� ���� ��!��������! ���� �� ������ �� �������

� ������ �� ������� �� ��"��������� �� ������� �� �������

� 	� ��� ���� �������



1017404-2-A15Kohler Co.

���	�

�����

3 po (7,6
cm) ou plus

Flexible

Bec-douchette

Brise-jet

Ruban

 4. Raccorder les flexibles d’arrivée d’eau
��������� �� �  �&' ".��&&��%� $ ��%  �& '(��& ���%%�).� ����( $#(%
(" �#" %���#%��!�"'� !�"'�"�% (" ���!� �"'� �� 	 $# ���
 �!� #(
$ (&�

� �%�"�%� �%�"� &#�" ��#%��"'�%  �& '(��& ���%%�).� ����( �" �(�)%� �'
 � &#%'�� �( %#��"�' $#(% "� $�& �"'�%�.%�% �)��  � � �*�� � �'  � $#��&�

� ����#%��%  �& � �*�� �& ���%%�).� ����( �( %#��"�'& ���%%/'� ���(��� �
���(� � �%#�'� � �%#���

�  ��%%�% '#(&  �& %���#%�&�

 5. Vidanger les conduites de robinet
� ��%�% &(%  � ���1�#(���''� $#(% &#%'�% $�%'��  �!�"'  � � �*�� �� ��'�%�%

 � ���1�#(���''� �'  � �%�&�1��'�

� � ���%  � � �*�� � ��"&  �.)��%� �*�%  � � �*�� � �#"'%�  �.)��% -  �����
��(" %(��"1����� $#(% �!$/���% &#" %�'#(% ��"&  � �#%$& �(
%#��"�'�

� �()%�%  �& %#��"�'& ���%%�).� ����( ���(�� �' �%#���� �#(%"�%  �  �)��%
�( %#��"�' )�%&  � �0'. ��( �%#��� �'  �  �)�% -  � $#&�'�#" ,��� $#(%
���%� �#( �%  ���(�

� ���&&�% �#( �%  ���( $�"��"' ("� !�"('� �")�%#" $#(% ���&&�% '#(&
 �& �.�%�&� ��"& �%%/'�%  �.�#( �!�"' ����(� '#(%"�%  �  �)��% �(
%#��"�' )�%&  � �0'. ��( ���(�� �' )���"��% $�"��"' ("� �('%�
!�"('��

� �.�"&'�  �%  � �%�&�1��' �'  � ���1�#(���''�� ��%� �#( �%  ���( �'
).%����% &��  + � ��& �(�'�&�
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Poignée

Enjoliveur

Tige de robinet

Cannelures

Disque supérieur

Butée

Écrou
d’assemblage

Bouchon capsule

Joint torique
Vis

Indexeur

 6. Réglage de la température maximale de
l’eau

� �� �,#�",� ",���" ��  ���$ �� ���#���� �� �� $�� ,"�$%"� ��'�����
����% ���%�� #%" �� "�����$�

� ��$�"�" �� ��&��" �$ ��������&�%"� ��%##�" #%" �� $��� �� "�����$ &�"# ��
��%$ �$ $�%"��" * �"��$�  �%" ",���" �� $�� ,"�$%"� ����% ���%�� * ��
&���%" ��'������

� �"!%�" ��  �#�$��� �� �� �%$,� ���"� #% ,"��%"� #%" ��,�"�%
���##������� �&�� %� �"�(��.��%$"� �% %� �"�(��� ��%��&�"
������'�%" �$ �� ��#!%� �%#$� �##�)  �%" �,����" ��# ������%"�# �$
 �"��$$"� �� "�$�$����

��������� ���!%� ������%"� "� ",#��$� %� ���������$ ��
$�� ,"�$%"� ��(�� �� 	���� ��������

� ��%"��" ������'�%"� �� ��#!%� �$ �� $��� �� "�����$ * ��%���  �%"
�%����$�" �� $�� ,"�$%"� �� ����%� �$ * �"��$�  �%" ������##�"�
�,��#$����" ������'�%" �$ �� ��#!%� �$ #��##%"�" �� ����" ��� �+$����$
�� ��#!%� ���# ������'�%"�

� 
""-$�" ��,��%�����$ ����% �� $�"��$ #%" �� $��� �� "�����$ �� ��#�
�,��#$����" ��������&�%" �$ �� ��&��"�
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