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TITAN FLOW CONTROL
LUMBERTON, NC  USA

ANSI
Class
600 lb

TESTING:
Strainers are individually, hydrostatically tested at 1.5 x the 100 °F rating, 
rounded off to the next higher 25 PSI measurement .

Heavy Duty, Rugged Design - Ideal For High Pressure Applications

Models-Threaded: 
YS 81-CS (Carbon Steel)

YS 81-SS (Stainless Steel) 

Models-Socket Weld:
YS 82-CS (Carbon Steel)

YS 82-SS (Stainless Steel) 

WYE STRAINER • SOCKET WELD & THREADED
Class 600 • Carbon and Stainless Steel

BILL OF MATERIALS
No. PART YS 81-SS & YS 82-SS YS 81-CS & YS 82-CS

1 BODY ASTM A351 CF8M 316 ASTM A216 WCB

2 CAP ASTM A351 CF8M 316 ASTM A216 WCB

3 SCREEN* 304 SS 304 SS

4 GASKET* SPIRAL WOUND  STAINLESS NON-ASBESTOS

5 PLUG 316 SS CARBON STEEL

*Recommended spare parts

TITAN

WYE STRAINER

THREADED ENDS SOCKET WELD ENDS

YS 81-CS (Carbon) YS 82-CS (Carbon)

YS 81-SS (Stainless) YS 82-SS (Stainless)

DIMENSIONS:

 SIZE
in 1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3

mm 8 10 15 20 25 32 40 50 65 80
A DIMENSION 
FACE TO FACE

in 2.93 2.93 2.93 3.68 4.56 4.93 5.56 6.93 12.00 12.00
mm 75 75 75 94 116 126 142 177 305 305

B DIMENSION 
CTR. LINE TO BOTTOM

in 2.37 2.37 2.37 2.81 3.68 4.12 4.75 6.00 10.50 10.50
mm 61 61 61 72 94 105 121 153 267 267

C DIMENSION 
SCREEN REMOVAL

in 2.62 2.62 2.62 3.37 4.75 5.25 6.00 7.25 16.00 16.00
mm 67 67 67 86 121 134 153 184 407 407

D DIMENSION 
NPT BLOW-OFF 

in 1/4 1/4 1/4 3/8 3/8 3/4 3/4 1 C/F C/F
mm 8 8 8 10 10 20 20 25 C/F C/F

ASSEMBLED 
WEIGHT

lb 1.5 1.5 1.5 2.5 5.0 5.5 9.0 13.0 96.0 92.0
kg 0.7 0.7 0.7 1.1 2.3 2.5 4.1 5.9 43.5 41.7

Flow Coefficient Cv 7 7 9.4 18 30 45 63 98 130 180
*Dimensions (inches) are rounded down to two decimal places.

A wide range of optional wire mesh and perforated screens are available.  

STANDARD SCREEN SELECTIONS

Sizes Water
Service

Open 
Area Steam Open 

Area
1/2"~3" 0.062 (1/16) 37 % 0.033 (1/32) 28 %

WORKING PRESSURES & TEMPERATURE - NON-SHOCK
ANSI 600 lb Class YS 81/82-CS YS 81/82-SS

WOG (Water, Oil, Gas) 1480 PSI @ 100 °F 1440 PSI @ 100 °F

Saturated Steam 600 PSI @ 489 °F 600 PSI @ 489 °F

Max Liquid 825 PSI @ 800 °F 700 PSI @ 1000 °F

REFERENCED STANDARDS
Design B1.20.1 & B16.11
Shell Wall Thickness B16.11
Pressure vs. Temp. Rating B16.34

TITAN

YS8182-1106

• Self cleaning type

• eaSily removable Screen capS

• Hex endS for eaSy inStallation

• StraigHt tHreadS on cap allowS for eaSy removable prior to cleaning

 alSo HelpS to enSure proper alignment of Screen during reaSSembly

• preciSion macHined Seat

• tapped npt blow-off

• drain/blow-off connection furniSHed witH plug - Standard

• blow-down operationS can eaSily be accompliSHed by replacing tHe

 plug witH a titan fci blow-down ball valve

• large open area - minimum 2.5x larger tHan correSponding pipe Size

• carbon Steel bodieS are epoxy painted 
• inveStment caSting (body/cap) provideS unmatcHed dimenSional accuracy

Features:

ANSI 600 lb Class YS 81/82-CS

WOG
(Water, Oil, Gas) 1480 PSI @ 100 °F 1440 PSI @ 100 °F

Saturated Steam 600 PSI @ 489 °F 600 PSI @ 489 °F

MAX Liquid 825 PSI @ 800 °F 700 PSI @ 1000 °F

WORKING PRESSURES & TEMPERATURE - NON-SHOCK

YS 81/82-SS

YS8182-1106

Notes:
• Strainers are also available in many optional materials such as
 LCB, WC6, WC9, 316L, Alloy 20, and Monel.
• Threaded End ASME/ANSI B1.20.1 & B16.11
 Socket Weld End ASME/ANSI B16.11
• Bolted cover design on 2 1/2"~3" sizes.
 2 1/2" ~ 3" are ANSI Class 1500

Size Range:  1/4" thru 3"
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•Carbon Steel not recommended for prolonged use above 800 °F
•Stainless Steel not recommended for prolonged use above 1000 °F

Ordering Code: Size:

Customer/Project:

Inq./P.O. No.:

Titan Order No.:

Certified By: Date:

      
TITAN

TITAN FLOW CONTROL, INC.
Engineering Specification Submittal

 WYE STRAINER • MODELS:  YS 81-CS/SS & YS 82-CS/SS
Size Model Number Description Drawing No.
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